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History

Date Ver. Author Details Remarks
2019/6/29 V1.0 Austen Initial version
2019/7/12 V1.1 Vito 2" version
2019/7/17 V12 Austen Modify title and bookmark link Based on v2.4.7
LPR configuration page:
Modify Resolution options
Modify Free-flow/Motion options
2020/1/16 V13 Austen Add the description for Minimum characters | based on v2.7.17
difference & motion queue
General Configuration:
- Add description for view type
2020/2/10 V14 Austen Add notice for review search limit Based on v2.7.17
2020/3/5 V15 Austen ' Addpackage upgrade flow Based on v2.x.x.x
- Add purge interval “MINUTES" description
- Remove purge interval “MINUTES
description”
- Correct the typo of resolution description
2020/4/1 V16 Austen - Add figure for common scenario description Based onv3.0.9.0
- Add more List action:
- VAST2/Trigger server/Wiegand
VIVOTEK
- FTPJPGMTT/Email
- Resolution options
2020/07/15 V17 Aaron - Add Reset Database feature Based onv3.0.2.0
- Update Customized Options
2020/11/23 V18 Aaron - Remove old information Based onv3.0.2.0
- Add Trigger mode API trigger period
2021/02/17 V19 Aaron limitation, Maximum enabled actions and Based on v3.0.2.0
Maximum Master-slave camera connection
2021/06/01 V2.0 Aaron ' Update Maintenance Gptions, remove Based on v3.0.2.0
change logo and background
2021/07/23 V2.1 Aaron - Update UM to v4.0 Based on v4.0.1.0
2021/08/26 V2.2 Aaron.L | - Correction & Rearrangement Based on v4.0.1.0
2022/04/15 V3.0 Aaron.L ' Unified Stop&Go with Urban ANPR Package Based onv4.1.1.18

- Update "ANPR Supported Regions”




- Update the “Storage Space”

- Remove “Cross Line Detection”

- Update “Trigger Option”

- Update “List Export”

- Add “Action time explanation®

- Add "ANPR Performance Index” chapter

- Add “Evidence”

- Add “"Abnormal Ul or Ul reaction after ANPR

upgrade”
2022/07/07 V3.1 Aaron.L | - Correct Chapter 4.1
New feature
1. ANPR “Heartbeat”
. Direction recognition
2022/12/20 V4.0 Aaron.L

2
3. TWIN camera Capture
4. (Gen2 Model Only) Analytic Function

-
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1. Overview

VIVOTEK ANPR software a powerful LPR application embedded in VIVOTEK cameras.

VIVOTEK ANPR software is the all in one product to plug and play, ready to read plates

just out of the box. It includes an interface web application that allows you to manage

different scenarios, avoiding extra hardware and software installation.

1.1 LPR Analytics Supported Regions

Region

North America

South America
&
Central

Furope

Asia™?

Africa

Oceania

Countries
Canada, USA”

Argentina, Bermuda, Bolivia, Brazil, Chile, Colombia,
Costa Rica, Dominican Republic, Ecuador, El Salvador,
Guatemala, Honduras, Mexico, Nicaragua, Panama,
Paraguay, Peru, Trinidad and Tobago, Uruguay,
Venezuela, Saint Lucia, Barbados, Jamaica

Andorra, Austria, Belarus, Belgium, Bosnia and
Herzegovina, Bulgaria, Croatia, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Gibraltar,
Greece, Hungary, Ireland (ROI), Italy, Netherlands,
Norway, Poland, Portugal, Romania, Slovenia, Spain,
Sweden, Switzerland, Ukraine, United Kingdom

Great Britain, Albania, Lithuania

Latvia, Malta, Serbia, Kosovo, Montenegro

Macedonia, San Marino, Iceland

Abu Dhabi, Azerbaijan, Bahrain, Dubai, Hong-Kong,
India, Indonesia, Israel, Lebanon, Macau, Malaysia,
Philippines, Russia, Singapore, Taiwan, Turkey,
Vietnam, Oman, Kuwait, Qatar, Saudi Arabia,
Uzbekistan

Angola, Burkina Faso, Kenya, Morocco, Nigeria, Senegal,
South Africa, Tanzania, Tunisia, Uganda, Botswana,
Ghana, Cameroon, Ethiopia, Djibouti, Mozambique

Australia, New Zealand

" Small stacked characters on license plate are not supported.
"2 Arabic alphabets are not supported.



1.2 Gen 2 Analytic Feature
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2. Installation Requirement

2.1 Camera requirements

Compati bl e Camer a
l bt Sy &m
IB9387-LPR IB9365-LPR
Hieeid IB9387-LPR-W IB9365-L PR-W P9165-LPR
Minimum Firmware 0125¢ 0125¢ 0119g
Requirement







l bt Sy ®H

Model

IP9165-LPR-v2

Minimum Firmware
Requirement

2.2201.34.01l

A

Noti ce

Gen. 2 camera is with Al SoC chip. Advanced analytic like vehicle

color, type, and direction classification is enabled.

Sorageace

The ANPR recognition and action record will be saved in the micro SD card. The preset

values suppose a 40% of JPEG compression (default system value). In the following table

we can find storage consumption reference.

Model IBO387-LPR(-W) IP9165-LPR
IB9365-LPR(-W) IP9165-LPR-v2
Micro SD Card Size 16 GB 32 GB
Not i Themicro SD should be formatted in E X Tférmat.
Storage Requir-raAMPRt RéEabl d

Size / Registers 1 1,000 5,000 10,000 100,000

1280 x 720 150 KB 146 MB 732 MB 1,464 MB 14.3 GB

1920 x 1080 300 KB 292 MB 1,464 MB 2,928 MB 28.6 GB

1280 x 960 200 KB 195 MB 977 MB 1,953 MB 19GB

1920 x 1440 400 KB 390 MB 1,954 MB 3,906 MB 38 GB
O Notice

reference.

The image size varies with the scene complexity. Therefore, the table is only for




Storage RegWictemeant®fRecord

There are 3 type of action for ANPR integration. There will lead to different micro SD
storage consumption. For each action, it will be logged on camera. But if there are data
transition included, the content will record on micro SD. It will lead to additional storage
consumption for each action.

. Action LOG Data Lo 10
AEn! Tpe on Camera On micro gD Barmple
Simple reaction
1 without data Yes No DO trigger
transition
5 Action with ANPR Voo Yes Onvif Event
metadata transition. About 2 KB HTTP (XML / JSON)
Action with ANPR Yes
3 | metadata &image Yes Image Size + 2 VAST2
L HTTP(XML_IMG/JSON_IMG)
record transition KB
{ Notice

1. If you set 1 “action” with image transition for backend integration,
the micro SD space consumption will doubled.

2. If your set 2 “action” with image transition, the micro SD space

consumption will tripled.

16 GB Storage

Consumption vs. Traffic

FI ow Lev

This table is for the fundamental scenario like parking access control with only simple “DO”
trigger for gate open action, no additional action record required.

Traffic Level (Cars per Day)
16 GB/ Traffic Flow
100 500 1,000 5,000 10,000
1280 x 720 3.1years | 7.4 months 3.7 months 22 days 11days
1920 x 1080 1.5 years | 3.7 months 1.8 months 11 days © days
1280 x 960 2.3 years | 5.5 months 2.8 months 17 days 8 days
1920 x 1440 1.2 years | 2.8 months 1.4 months 8 days 4 days




2.2 Camera Positioning

Suggest

|l nstall ati on

User should select the correct model fitting your site and application. Here's the suggest
installation for all model as reference.

Model Installation Reference D|s<tri)nce H((srg)ht Lane
Recommand:
IB9365-LPR-W N b
-~ 1~3m 2~06 1~3 1
(f = 4~9 mm) . i
\ Maximum: 2
2~6ém
IBO365-LPR Recomnmand:
(f = 12~40 mm) N -
) 1~3m 6~ 10 1~3 1
IBO365-LPR-W . f' .
(f = 12~40 mm) 4~ 10m Maximum: 2
Recommand:
IB9387-LPR LN — -
. - i=3m 2~6 | 1~3 1
IBO387-LPR-W % _
2~ ém Maximum: 2
IP9165-LPR Kit = " "
10~20 6~8 2
(Street) 6~8m
#===
10 ~20m L
Noti ce:

The recommendations are general and may vary depending on the selected camera

and the site & country they are to be installed.

11



| nst alliamiitoant i on

Tilt Angle - Recommend: ~ Approximately 20°

(Vertical) & - Maximum: 35°.

Pan Angle - Recommend: ~ Approximately 20°

(Horizontal) - Maximum: 35°.

Plate Angle - Recommend: O° (Parallel to Ground)

(Rotation) - Maximum: 25°

2.3 License Plate Character Size

Characters in license plates must have an average P
|
height between 20 to 80 pixels, being 25 pixels a
good reference value. Less resolution may lead
character confusion in some countries. In addition,

camera sensitivity affects too. For countries in which

there are different character sizes on their license CAIzNB A OSyasS tfl (¢
plates, this fact must be kept in mind, so the small characters are included in the detection

range.

& Notice
1. Characters height: 20 to 80 pixels

2. Recommend: 25 Pixels




2.4 Installation checkpoint for Analytic

CKSNBE INBE aSOSNIf O2yaAARSENI UKEya@z2NIBBE OB 1% NISF N.

Vehicle Classification
1. [A3KGAYy3 13

[ AGKGAY3a O2yRAUGARZ2Y A Ydzald 06S 3A22R Sy2dzAaAK (2 I 4a

LYO2NNBOG AYF3ASd [AIKEG A& y2i 3

2. +SKAOES [/ 2y (2 dzNJ

LG f(rPpa08F g8 KAzDE S6S O2y il AYySR Ay GKS AYF3AS F2N
LYGSNBadG Oly o6S O2yFAIdINBR Ay GKS az27Fdeél NBx 0+
AYF3S gKSNB Y2ad 2F (KS OSKAOES A& QOAarAofSo

+SKAOf Sti29PlIyK8iGt 8% Of I AaATASH
S O y 0KS NAIKG OFly o6S




[ STaY dNIofS G2 NBEO23yAal S 65

A

wAIKAGY . @& whL {SdGAy3azr Ad SyadaNBa ¢

3./ YSHNBETE S
I 0AG 2F GSNIAOFT LISNELSOKEOSI YENI RPDA &L 0 OSNI O K
02Re 2F G(GKS OSKAOtS Oly 6S aSSy oyz2iG 2dzad (KS
0SUi6SSY RAFFSNBYyG GSKAOESa GKIFIG FNB AyRA&alGAyYy3d
hict KS ADS B R LIS ( a OF Ol |
Color Recognition
CKAA lFylfeara KFra GKS F2tft26Ay3 NBIdZANBYSyGa

A¢KS @GSKAOfS Ydza&SI RNEBERI Ot 8§ NBe akiyTtp: 27
GAUKAY GKS AYF3ASoo®

ALF (GKS AYlI3ISa R2 y20 akKz2g LISNFSOO ¢KAGSaE
0f dZA AKX 3INBSYAAKI SGO0X LISNF2NX¥AYy3I I gKAGS

Aa2NB20SNE Al A& ySoOSaalNe (2 OK22al8S (KS f
O2f 2NJ AyiGSyaAride 2F GKS AYIFI3IS 6So3ad aKl R2¢

| SN INB a2YS 20KSNJ O2yaARSNIGA2Y 2NJ ft AYAQGLF QG
A/ 22N Iyl fearaz2ypNYSROBAGENY s KERABAOI GA2Y
AtKS LISNF2NXYIFYyOS 2F GKS O2f2NJ FylrfteadAado A

AyaaglrttlraArzyao



ACKS O2f 28 fIfy RO AD2 NI f SGayNEBG f AIKGAY T O
322R® ¢ KS NBYjIdFASNBIRS (Fd2L0 LISNF2NXYAyYy 3 [tw |
GAUK GKS NBIdANBYSYyia F2NJ GKS O2t 2N Lyl e

Type & Make recognition at Night-time

+SKAOES OflFaaAFTAOFIGA2Y YR YIF1S NBO23ayAGA2Y
LISNF2NXEFyOS i yAIKYEd aXME oSS W at K&K I Alt tidSRY IR
Sy2dzZakKe ¢2 3ISG F22R NBadzZ G& GKSNB I NB aSOSNI
9/FYSN} ANRA Ydzald 0SS FTAESR® LT 6S 62N} oAl
OF YSN} OSKA GQKS gAft y20 6S aSSy LINRPLISNI @&o
1T2S OFly 62N] 6AGK (g2 AffdzYAylFrdAz2y GeLISAY
1. 5AFFdzZaSR 6KAGS fAIKIGAYy3T a2 GKIFIG GKS @SK
2. Lw [AIKG y2G FfAIYSR 6A0GK GKS OF YSNY &z
G GKS alY8e8ANXE8® GKS fA3IKGEG oAttt RSLISYR

G2 GKS OSKAOf S



3. ANPR Function Management

3.1 Start ANPR Service
Access the network Camer a

User can access the network camera main page through web browser. VIVOTEK provide a
camera management tool, “Shepherd” for discovering the network camera. Please refer the
camera manual for detail instruction.

Resize Buttons
I

1B9387-H Host Name

VIVOTEK INC.
Logo ~— | Yvverk

] Configuration
Area

Camera Control
Area

Hide Button —— ==

~——— Live View Window

Figure 3, VIVOTEK Camera Management Tool



Start the EdgeelLPR Ser

To start service, click on Package Management, select the ANPR and click on “START". The

service status should change from “OFF" to “ON".

Home  Clhientsemings [ERTUPIEETETE Language

Package list
Package name Vendor Version Status  License -]m]
..... status -
- O ANPR VIVOTEK 2814 NA O

Shock detection

Package manapement

3.2 ANPR Software Management Page
Enter the ANPR management page

Open the VIVOTEK camera main page through web browser. Go to “application”, click on

“Package Management” and double click on ANPR service.

Package list
Package name Vendor Version Status  License -]m]
® ANPR wl  VIOTEK 2814  ON NA B
Start I Stop || Schedule

First Access

Upon the first access to the web Edge the system will ask us for the region and country.

The country selection is mandatory to define the country(s) of license plate to read.



Region/country selection

North America & Central

First, select the Region and select the countries in the region. Multi-selections is available.

Please refer Chapter 3.4 for detail explanation.

Region/country selection Region/country selection
Region: EWGF’EI lz‘ Region: Europe -
Europe
Country: Spain ¥ France x

South America & Central

Morth America & Central

Asia

Africa

Oceania

O Notice

U  Country order indicate the priority.

U  Make sure to list country where the ~ ANPR camera installed 1 =

3.3 ANPR Management Page - Tab

English M

Live Review Lists LPR configuration Evidence General configuration Audit Logs

The top of the screen has a tab menu, it is marked with a red rectangle is the MENU

toolbarwith all the available options.



3.4 ANPR - Live Tab

The live tab shows the cameras live

view. (this tab is divided into 3 different

areas) We have divided it into 3 parts:

A. Monitor Panel
B. Info Panel

C. Result Panel

- - P - ._._‘!

ANPRLiIi ve -Mahi tor Panel

Show ROI

The red square indicating the ROI (Region of
Interest) defined in the parameters if set.

This area is the only section of the image where

engine will try to find plates.

Show | anes

The blue line defining the lanes line configured in

the parameters if set.

U The plates in the left side of the line are in
“lane 1"

0 The platesin the right side of the line are in

“lane 2"
Cali bration pattern
These white lines indicatingthe2 5 pi x el

vertical space between lines.
This function help user to identify whether the

camera setting fulfill the minimum character size

requirement.




ANPRLiIi ve -Tabo Panel

Overall information on the system status and last change.

T

= =4 4 A4 a4 A a4 -a -

Results: Number of license plates recognized.

Actions: Number of actions executed.

Exports: Number of automatic exports executed.
Imports: Number of automatic imports executed.
Triggers received: Number of triggers received.

Frames processed: Number of total frames processed.
SD space free (%): Free Space Percentage in the SD card.

Camera free space (%): Free Space Percentage in the camera.

Last Size (pixels): Pixel size in the last result license plate captured.

Mode: Mode of functionality

A. NO LICENSE: There is no ANPR license in the system.

B. STOPPED: The service stopped.

C. MOTION: The service is working in Motion Detection mode.
D. FREEFLOW: The service is working in Free-flow mode.
E

. TRIGGER: The service is working in Trigger mode.

20



ANPRLI ve -Raebult Panel

Show the latest results in the blue

outline. These results will beincluded:
AH .76 (Taiwan)L Plate Number ; Country
Plote Number 99.90% 47.14px

2021-08-27 13:22:28.045 ————

Confidence / Character height

Time Stamp

Country

Confidence Level
Character High

Time

Image

[ et e e et e

Image




3.5 ANPR - Review Tab

The review tab allows us to search, filter and consult the results.

It provides following function to filter out the result in log.

From Set the beginning of target tome period

Date

To Date | Set the end of target time period

Plate Search plates containing these “characters” or “number”.

LIst Only show the all plates that belong to the list.

e Review Lists LPRconfiguraion  Evidence  General configuration  Audit  Logs

09/06/2020 23:59:59 . t all plates

ANPRRevi ew Resul t

According to your condition, system will filter out the record in the table. If you move your
cursor to plate snapshot, the larger image will show. User can clip the “LPR” link for

downloading the image.

Review Lsts  LPRconfiguraion  General configuraion  Audt  Logs

§




Exampllfei | ter the Licends'e &Il latreewul th.

745 15 w2021 228 UNEZ NoDrecton 9719

Exampl,s & tlesiSletartb ftihtredhr geatsi de t he tabl e

13/04/2021 00:00:00 )
13/04/2021 23:59:59 (] I plat
Show num register 10 All Dire
o
782 16:04:37.757 13/04/2021  EER22I LANE 2 No Direction 83.92 Spain P
750 15:52:19.018 13/04/2021  220E) LANE 2 No Direction 99.90 Spain PR
Pag. 1/4
m m

ANPR Rewdrmreav yti c

Gen. 2 camera is with Al SoC chip. Advanced analytic like vehicle color, type, and direction
classificationis enabled® |, 2dz OFy | faz2 FAEGSNIoeé 2yS 2F GKA
Fff G0KS w95 /!w{ GKIFIG GKS [tw KIFI&d NBIFIR Rdz2NARyYy3
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3.6 ANPR-List Tab

VIVOTEK provide intuitive GUI for user to manage the access control. User can
create & maintain the vehicle list and set reaction accordingly. According to user’s
application, user can utilize the list function to fulfill functions like access control,
suspect vehicle location, or VIP customer recognition.

By default, there are 4 lists already, “all plates”, “not in list”, “BLACKLIST, and
“WHITELIST". You can edit, delete, or add more lists.

List Tab Functions

Li st Show al l the 1| i st created in table

Acti oResponse anmnesagtni drmr the vehicle in

E x p o r | Export the selected list from this device by file with all the licenses plates
that belong to that list. It supports direct CSV/XML file download or regular

export arrangement through FTP.

I mp o r |Importor sync a license plate list externally by file or network.

It supports direct CSV/XML file import or regular update from FTP station or




synchronization within VIVOTEK LPR camera.

ANPR.Li st Management

Function | Description
Add a new list
] Export the lists table
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@Note

Levensbtet anCthear abdtfdrer ence)

This value establishesthec o mp ar p s ® @i fsrithe Irsted license matching.

Value = 0 (Default Setting): All character should be identical for matching.

Value = 1: Allow 1 character difference for the listed license matching

Value = N, Allow N character difference for the listed
license matching

Exampl e:

- “O059NWEF" listed in WHITELIST.

- "O059NWP" will be regarded as “WHITELIST"

WHITELIST

license, too

ANPR Action Function Tabl e

VIVOTEK provides following action: network action, device interaction, & VMS/CMS

integration.

Type | Action Description

Enable a socket connection to send messages as XML or

JSON

Socket Client

Open a port in the camera to listen to hosts to send
Socket Server
messages as XML or JSON

FTP Store the results in an FTP server

Network

HTTP Send a request using this protocol to a server

Enable a port that sends the read response when a
Trigger Server
triggermessage arrives.

EMAIL Send an email.

¢oAYy /I YSNI|Filter results depending on the twin camera information.

o Enable inbound and outbound digital signals in the
Q

Devic

camerda.




WIEGAND

Send a signal to Wiegand middleware board.

WIEGAND VIVOTEK

Sends the full card ID of an RFID card associated witha

license plate to a Wiegand converter.

Enable the Onvif event to send the license plate

& Recommend the actions number is less than 4 for stable

processing.

Onvif Event
W information using this protocol.
§ MILESTONE Send an analytic event to Milestone VMS.
g VAST?2 Capture from magnet data the XML.
Meypar Server Send a meypar protocol message.
Notice

Li&tActEixampl e

Step

1, ErvePaLtOeY EeE s t

2 all plates
-1 et iin list

1 BLACKLST

2 WHITELIST

Edit Delete

StepAd®2d and Manage LtidEeMPE©YEBEsat es

Expand “List” section and click on the “+" button to add a new plate.

e

MAME LASTMNEAME

01,04,/2005 13:33:23 . 0801 F2000 GOs00=00

To edit or delete alicense plate in that list, just click on the plate for management.

0050CR

NAME LASTNBAME 01/04/2019 13:33:23 01/04/2019 13:33:23 01/01/3000 00:00:00
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StepCanfi garieon foOor“EWM@hOYEE&ESit n

For example, user wants to send the license recognition info to another device through

socket. Using the EMPLOYEES list, click on “Action for the list” and add anew action

”

pressing “+" and then selectin “Action type = Socket Client”.

]
2 allpates
ot

1 BLACKUST

i) ©

3 EMPLOYEES S 0 EdtDeete
» Listof license plates: EMPLOYEES HTP

Epottocsviie il Exportto XL fle

Rl R L VAL o Drop import XML/CSV fie here

Deete the list elements at import

1

User can set detail plan for this action.

TIPS

If user want to set unique action to “no license plate” recognition in
external trigger mode, user should add a unique list for the “no license

plate” scenario.
HOW TO:

Create a list call “NO_Plate” containing only one item which the plate

attribute is “NO_PLATE".

3 NO_PLATE 0  Edit Delete

v List of license plates: NO_PLATE (1)

+ Q Search..
Plate Description Insert Date Start validity date End validity date
NO_PLATE Triggered to L...  26/08/2021 17:58:19 26/08/2021 17:58:19 01/01/3000 00:00:00
ID  Time Plate Lane Conf. Height(px) Country | List Image

610 17:58:39.655 26/08/2021 359)xQ 96.99 8567 Colorado




Action Property: Please utilize the “Action Info” help for detail explanation on this

action. For the network communication, user can access the formats sample in format

help wizard.
“Action Info” of Socket Client Action “Format” info of Socket Client Action
Help X Help 8

The possible formats are the following:

Enable a socket connection to send messages as XML or JSON
* XML: XML message without image Download Sample

The parameters are the following: * XML_IMG: XML message with image Download Sample
¢ JSON: JSON message without image Download Sample

* Host: The IP to which the system will send the message. » JSON_IMG: JSON message with image Download Sample

* Port: The port to which the system will the message.
® Format: The message type (XML/JSON) and if the image should be
included.

Action Conditions: Set the min and Max confidence threshold for the action trigger.

Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER".

3 Sockat Ciare Secer cant frabieg 52 Doty

. MLMG BON HONMG a n

ACTIVATION SCHEODULER

0:00 1:00 2:00 3:00 4:00 5:00 &:00 7:00 8:00 3:00 10:0031:0032:0013:00 14:0015:00 16100 17:0018:00 15:0020:0021:0022,0023:00

p—

Note
Please utilize the “Action Info” wizard for detail explanation

on this action. Here's the info for “socket client” action Property.

Help X

Enable a socket connection to send messages as XML or JSON

The parameters are the following

* Host:The IP for the device that will listen to

* Port:The port that will listen to

* Format:The message type (XML/JSON) and if need to send the
image too




\, s

i?ﬂ List Management Tips, Add extra label for plate

For access control, vehicle license plate number is often bounded with specific
person. In order to provide sufficient information in, ANPR list management

provide a specific grammar to set the CardID label for each license plate.

HOW TO USE
Inthe“d e s ¢ r i” potuinm uee the “#" to define the label info for the plate.

EXAMPLE

Description : The text “Austen #123456/#"

ABC1234 Austen #12345678

Result

*Austen:

»1234567 «

The ANPR metadata will separate the description into two items, “PlateDescription” &

“CardID".
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Action Management

In case, you do not want to continue using an action in alist you can modify able to

disableor delete the action.
Enabl e |/ ADt sabl e

To disable click on thelist, select the action, and then click on edit

option.In Active change to Disabled and then click on Save.

w Action for the list: EMPLOYEES (0)

CipaEm gate

[]
0

¢ Exporis for the list: EMPLOYEES (0) Enabised

Del ete Acti on

To delete an action, click on the action and click on the DELETE button and then YES.

v Action for the list: EMPLOYEES (1)

i Test Trigger senver Enabled iﬂ@

Li st Export

Manual Export

You can also download the selected list pressing the button “Export to XML file” or

“Exportto CSV file”

Export to CS5V file Export to XML file




~, -,

‘?ﬂ TIPS on CSV list Export / Import

If you found the CSV list export is mixed like below, thisisduetor e gi on a
Excel stedthavedgesf aul t | i tpt s epearfilastwillreither
be read with a comma separator or semicolon separator. For correction, the
default is for the semicolon to be a delimiter (European Standard) instead of @

comma.

A B C D E F G H
| fll ist—id;dt_lscriptio n;color:levenshteindist
2;WHITELIST;#000000;0
nlelemlist-id;numberplate;listid;timestamp;description;startvaliditydate;endvaliditydate
2;ABC-123;2;2022-03-29T15:07:53.791;des;2022-03-31T15:07:00.000;2022-04-06T15:07:00.000
6;ABC-456;2;2022-03-29T15:07:53.791;des2;2022-03-31T15:07:00.000;2022-04-06T15:07:00.000

~ T R W N

HOW t o (VWAddXws 10 Version as reference)

Open the Windows Start Menu and click Control Panel

Open the “Time and Language” Options dialog box

Click the “Region” tab

Click “Additional date, time & regional settings” (Windows 10)
Click “Change date, time, or number formats”

Click “Additional Settings”

Typeade | i mf(;tirgathe 'List separator' box (;)

© N o O K~ W N

Click 'OK" twice to confirm the change

After setting, you should find the CSV file show in manageable form.

A B C D E F G H
|n|||'st—|'d _|descr|'pt|'0 color levenshteindist

1
2 2 WHITELIST#000000 0

3 |nlelemlist-numberpl: listid timestamg descriptio startvalidi endvaliditydate

4 2 ABC-123 2 2022-03-2'des 2022-03-3 2022-04-06T15:07:00.000
5 6 ABC-456 2 2022-03-2'des2 2022-03-3 2022-04-06T15:07:00.000
6
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Autbox por t

Exports for the list: Here are all the automatic exports we can configure for each list.

1 FTP matches: Exports the matches of the to an FTP server

1 FTPlist: Export the list to an FTP server

A list can perform several exports, depending on the scenario and needs.

Having the Employees list selected, click on “Exports for the list” and then click on the +
button and define the type and interval. The interval can be set as:

1 Minute: Will execute the task every minute.
Hour: Will execute the task every hour.
Day: Will execute the task once a day at 23:59:59.

Week: Will execute the task once a week, every Monday at 00:00:00.

= =4 4 -

Month: Will execute the task once a month, the first day of the
month at23:59:59.

Export FTP FTP matches ‘.‘urvtd Enabjed
Minute
3 minutes

5 minutes

n 10 minutes o
7 Az P ~
127.00.1 15 minutes L y- u SJW.IS{
30 minutes
21
Hour
XML XML_IMC¢ Day civ n

Week

Month

FLAG

FTP FTPS




FTP matches

1. Configuring the export FTP matches to export the results to an ftp result, using
theEMPLOYEES list, click on “Export for the list” and add a new export pressing

“+" and then select in “Export type = FTP matches”.

Export FTP Minute *  Enabled

° XML XMLIMG ISON JSON_IMG csv n

® FUAG

o FIP F1Ps

Click on B’ for more information about how to configure.

Help X

Export the results to an FTP server
The parameters are the following:

e Host: Ftp server IP

Port: Ftp server port

Format: The message type (XML/JSON/CSV), and if the image
should be included

Folder: Ftp folder in which to save the messages

User: Ftp user

Password: Ftp password

Confirmation file: In order to track if all images have been sent to
the FTP server a single file with .flag extension will be generated for
each correct export to FTP.

Type:The FTP type to be used

Click on Qn for more information about format type.

Help X

The posible formats are following

® XML:XML results without image Download Sample

® XML_IMG: XML results with image Download Sample
® JSON:JSON results without image Download Sample
¢ JSON_IMG:JSON results with image Download Sample
o CSV:C5V results Download Sample




FTP

Configuring the export FTP lists to export the list locally, using the EMPLOYEES list, click
2 Export FTP Minute Enabled Edit Delete
Export properties ”

Host 127.00.1

Port 21 ; a

Format ® XML csv n

nfirmation file: ® FLAG

Type ® FIP FTPS

on “Export for the list” and add a new export pressing “+" and then selectin “Export

type =FTP list”,

Click on B, for more information about how to configure.

Help X

Export the lists in an FTP server

The parameters are the following:

Host: Ftp server IP

Port: Ftp server port

Format: The message type (XML/CSV)

Folder: Ftp folder in which to save the lists

User: Ftp user

Password: Ftp password

Confirmation file: In order to track if all files have been sent to the
FTP server, a single, empty file will be generated and sent for each
correct export.

e Type:The FTP type to be used

Click on Qﬂ for more information about format type Help

The posible formats are following

* XML:XML list Download Sample
® CSV:CSV list Download Sample




In case, you don't want to continue to use exportin alist you are able to disable or delete

the action. To delete click on the list, select the export and then click on delete option.

+| Q

2 Export FTP FTP list Minute Enabled Edit Delete

To disable click on the list, select the action, and then click on edit

option.In Active change to Disabled and then click on Save.

+| Q
2 Export FTP FTP list Minute Disabled Edit Delete

After this change, the action disabled in case you need to use it later.

+| Q

2 Export FTP FTP list Minute Enabled if change Edit Delete

The “Enable if change” state, only do the export if the export type is “Local list” or

“FTPIlist” and export the list only if exits any change.
To delete an action, click on the action and click on the DELETE button and then YES.

2 Export FTP FTP list Minute Enabled if change




Import for the list: Here are all the automatic imports we can configure for each list.

1 FTPIlist: Import the list to an FTP server
1 SINCRO camera: Import the list from another camera

You can also import the list manually uploading an xml list file,

Select import XML/CSV file or Drop import XML/CSV file here

Delete the list elements at import

The format of the XML is the following:

<?’xml version ="1.0" encoding = "utf-8" 7>
<grouplist>
<nllists>

<nllist id="3" sendserver="0" dateserver="" reserve=""
description="EMPLOYEES"color=""/>
</nllists>
<nlelemlists>
<nlelemlist id="1" sendserver="0" dateserver="" reserve="" numberplate="AAA123"
listid="3" timestamp="" description="EMP 1" startvaliditydate="2000-01-
OITO0:00:00.000" endvaliditydate="3000-01-01T00:00:00.000"/>

<nlelemlist id="2" sendserver="0" dateserver=""reserve=""
numberplate="BBB321" listid="3" timestamp="" description="EMP 2"
startvaliditydate="2000-01- OITO0O:00:00.000" endvaliditydate="3000-01-
OIT00:00:00.000"/>

</nlelemlists>

</grouplist>




Expl anati on

Grouplist: the main element of the xml|
Nllists: The group of type of lists
Nlist: The list type element, on:

o Id=Idofthelist

0 Sendserver = Always O

0 Dateserver= Always *"

o Reserve =Always "

0 Description= The name of the list

o Color = Always
Nlelemlists: the group of the elements of the list
Nlelemlist: the element in list, on:

0 Id=Id of the element

0 Sendserver = Always O

o Dateserver= Always *"

o0 Reserve =Always "

0 Numberplate= Plate number of the element

0 Listid=1d of thelist

o Timestamp= Always “"

0 Description= Description of the plate number

o Startvaliditydate= Start date of validity period

o Endvaliditydate=

End date of validity periodThe format of CSV is the following:

+ +

nIIis1-id:descrimion:coloﬁ
1;BLACKLIST;#000” ?
ifdate

nlelemlist-id;numberplate;listid;timestamp; description;startvaliditydate;endvalid
1:AAA123:1:;Description 1;2019-02-26T18:40:00.000;3000-01-01T00:00:00.000.
2:BBB123;1;; Description 2;2019-02-25T18:43:06.000;3000-01-01T00:00:00.000.




The first block of HEADER-VALUE is the type of list which values are:
1 nllist-id: Id of the list

9 description: Description of the list

9 color: Color of the list (NOT IN USE)
The second block of HEADER-VALUE are the elements of list which values are:

nlelemlist-id: Id of the list element
numberplate: Plate number

listid: Id of list type

description: Description of the number plate.

1

1

1

1 timestamp: Always “"
1

1 Startvaliditydate: Start validity date of the number plate.
1

Endvaliditydate End validity date of the number plate



A list can perform several imports, depending on the scenario and needs.

Having the Employees list selected, click on “Imports for the list” and then click on
the +button and define the type and interval. The interval can be set as:

1 Minute: Will execute the task every minute. 0
Hour: Will execute the task every hour.
Day: Will execute the task once a day at 23:59:59.

Week: Will execute the task once a week, every Monday at 00:00:00.

= =4 4 -2

Month: Will execute the task once a month, the first day of the
month at23:59:59.

ImpoFtTPi st

Configuring the import FTP list to import the list from an ftp result, using the
EMPLOYEES list, click on “Import for the list” and add a new import pressing “+"and
then selectin “Import type = FTP list”.

import F1P Minute Enabled Edit Delete

iport properties 9
XML XML_NOTDELETE csv CSV_NOTDELETE I n

FTPS

Click on ﬂ, for more information about how to configure.



Click on Qn for more information about format type.

Help

The posible formats are following

* XML:XML list Download Sample

* XML_NOTDELETE:XML list (Not delete the old elements)Download

Sample
CSV:XML list Download Sample

CSV_NOTDELETE:XML list (Not delete the old elements)Download

Sample

ImporStt NCR@mer a

Configuring the import SINCRO camera to import the list from another camera,using

the EMPLOYEES list, click on “Import for the list” and add a new import pressing “+"

and then select in “Import type = SINCRO Camera”.

2 Import FTP

Import properties

SINCRO camera

L
2

127.0.01

Minute

Enabled Edit Delete

Click on B’ for more information about how to configure.

Help X

Import the lists from an FTP server

The parameters are the following:

Host: Ftp server IP

Port: Ftp server port

Format: The message type (XML/CSV), and if existing elements
should be deleted

Folder: Ftp folder to save the lists

User: Ftp user

Password: Ftp password

Confirmation file: In order to track if a list has been recieved from
the FTP server.

Type:FTP type to be used




3.7 ANPR - LPR Configuration Tab

According to application and site environment, we will set the proper configuration for the
camera depending on where will be located (indoor, outdoor) and the necessity (parking,

control of access points, security, tolls, road offenses, etc.).

English -

Review Lists LPR configuration Evidence General configuration Audit Logs

Region: Asia -
Countries: Taiwan %

Mode: TRIGGER FREEFLOW @ MOTIONDETECTION n
Resaclution: ® 1280x960 1920x1440

Application [Distance/Speed]: ® Close/Slow Close/Fast Far/Slow Far/Fast n
» Show ROI

» Show Lanes

v

Expert options
» Trigger options

» FreeFlow/Motion options

Reload default configuration

& Notice

All maodification in LPR configuration requires a

service B toke effect.

Region/ Country Setting

Choose region and the countries for

license plate recognition.The or

of supported count -
= &

the recogni tAftean pr

country selection,c | i ¢ Kr e shtee

servioeenabl e.



& Notice

The maximum countries number is 2 5a software limitation.

5

But VIVOTEK recommends users only add the site location and major close counties in

order to secure the ANPR performance. Please refer the TIPS below for detail.

~\, -

‘?‘ TIPS, Country Priority [/ Number Contr

VIVOTEK ANPR supports multi-country license plate recognition, but the length of
country list will affect the recognition accuracy and speed. Here are two tips to balance
the support area and performance.

1. Priority: Select your location country 15t and add the adjacent countries.

2. Only add countries in your major traffic sources.

Rule of Thumb: Only add countriesin o n-& a yriving range.

Let's use a site in California (US) as example.

Wastiogion

Viconun

NNNNNNNN

vvvvv
lllllllll

1 Select “California” 1t and add the nearby states, Nevada, Arizona, and Oregon.

North America & Central

Countries: California Nevada Arizona Oregon

North America & Central

California Nevada Arizona New Mexico Utah Idaho

Countries:

1 To minimize performance impact,av 0 $ @1 e catlsln g tine@JSA for LPR.

1  Add extra countries in “1-day driving range”, New Mexico, Utah, Idaho, & Oregon.
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ANPR Function Mode

Mode Description

Trigger External ANPR Recognition trigger by device like induction loop or
software trigger by http command.

Freeflow The camera is continuously processing all the images.

Motion The camera will read if detect any change in the image.

Detection

(Default Setting)

& Notice

VI VOTEKe s

Freeflow mode is for function test & debugging. VIVOTEK does not recommend user use
this mode as daily operation setting. Since the continuous ANPR recognition process on

scene without vehicle will keep system full-loading and low recognition rate.

rreacto mme nd Ofsreere fuhsoeMe as daily opg¢

Resol Wwteitdn ng

Region

Countries

Mode:

Resolution:

Application [Distance/Speed)]:

Asia
Taiwan

TRIGGER FREEFLOW MOTIONDETECTION n
1280x960 1920x1440

Close/Slow Close/Fast Far/Slow Far/Fast n

User can select the camera resolution for ANPR recognition. VIVOTEK

recommend user use the default setting 1t If user needs to recognize

motorcycle (motorbike), please select high resolution option.
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Application [ Distancel/ Speed]

There are 4 types of setting for different application or scenario

1 Close/Slow: The camera is close to the vehicles and they are moving at slow speed. This
installation is suitable for Stop&Go scenarios like parking entrance.

1 Close/Fast: The camera is close to the vehicles and they are moving at fast speed. This
installation is suitable for entrances to locations where vehicles have to enter without complete

stopping.
1 Far/Slow: The camera is installed on the gantry or roadside for entrance monitoring. The setting

is for scenario like border checkpoints that camera is far from the vehicles moving at slow speed.

1 Far/Fast: The camera is installed on the gantry or roadside for traffic monitoring. The setting is
for scenario like toll collection that camera is far from the vehicles moving normally on the street.

<, 7

B?‘ TIPS, Reference index for selection the correct application mode

FAST or ?SLOW
A Fast: Most traffic flow is over 15 km/h speed.

Far or Cl ose ?
A Close: Character height of License character change significantly with car
entering and leaving the view.
A Character px size change is over 2.5 times.
0 Example:
Coming: 15 px in the beginning and 40 px before leaving.
Going : 40 px in the beginning and 15 px before leaving.

5

Show ROI

User can define the region of interest (ROI) for license plate recognition for focus the

computing on most possible area. Click the “Show
ROI" and the wizard will demonstrate how you
can define the ROl in live view with two diagonal
corners. If user wants to dismiss the ROl or
redraw, press the “RESET ROI” button. Once ROI

set, please click on the “Restart service”

button to take effect.




Show Lanes

v Sttow Lanes (11205,04€6,0450.10000 User can configure two lanes for license plate

recognition and ANPR software will the

[\ “Show Lane” and the wizard will

demonstrate how you can define the ROl in

live view with two end potins. If user wants to
dismiss the setting or redraw, press the “RESET ROI” button. Once set, please click on the

“Restart service” | it | button to take effect. ANPR software will read the license

plate and indicate on which lane they were detected.

Expert Options

v Expert options

Info: n

Minimum character height: 20 :

. -
Maximum character height: 80 .
Minimum confidence (tpc): 90 :
Minimum plate characters: 4 -
Minimum characters difference: 1 -

Enable Angle Filter

Angle Filter Minimum: 0

Angle Filter Maximum: Q

4

Number of LPR processors: 1



The configuration is for best performance tuning of “Motion Detection” (default

configuration) mode. Once set, please click on the “Restart service” button to take

effect.

Parameter

Description

Minimum

character height

Minimum character size in the reading of a license plate to consider it valid.

Maximum

character height

Maximum character size in the reading of a license plate to consider it valid.

Minimum

confidence (tpc)

T Minimum reliability in the reading of a license plate to consider it valid.
Reliability is a parameter returned by the engine for recognizing license

plates (value of 1-100, where 100 is the most reliable).

1 Default/Recommend Threshold Setting : 80

Minimum plate

Minimum number of characters in the reading of a license plate to consider it valid.

characters
Minimum
The number of different characters to consider two plates different.
characters
U Example: AAAA to AAAB is 1 different character.
difference:

Enable Angle Filter

Turn on or off result filtering by angle.

Angle Filter
The minimum number plate angle to be considered a valid result (-90/+90).
Minimum
Angle Filter
The maximum number plate angle to be considered a valid result (-90/+90).
Maximum
Trigger Options

w Trigger options

Info:

Trigger captures:
Trigger timeout (millis):
Trigger 10 device:

Trigger 10 port:

If the camera is set as “TRIGGER", ANPR software is normally in an idle state. When

1
0
VIVOTEK

0 1

a trigger command is received, it performs a variable number of captures,

depending on configuration, and returns a result. Results from different triggering

events are independent of one another,that is, if the same vehicle, is still present on a
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second trigger command, the same license plate will be returned a second time. On
every trigger, it performs captures until the number exceeds N Captures, or the time
exceeds Timeout. Once set, please click on the “Restart service” Fioie el button to

take effect.

Parameter Description

Trigger Captures | The number images that you want to process and read license
plates before stop.

I Note: If set, the trigger timeout must be “0".

Trigger Timeout The number second that you want to process and read license
plates before stop.

I Note: If set, the trigger capture must be “50".

Trigger 10 Device | If selected, the Digital Input ports will activate.

Trigger 10 Port Choose which digital input port you will use.

& Notice

If you are using socket Trigger API, the trigger period shall no less 4 seconds.

& Notice

Increasing the “Captures Number” or “Timeout” might lead to better or more

reliable recognition accuracy since ANPR can select the result with best
confidence. As a cost, the process time will delay the following action. But it

will only deliver 1 ANPR result for each trigger.




FreeFl ow/ Moti on Option

In the FreeFlow/Motion option you can define repetition filters,

NONE CAPTURES TIME

Parameter

Description

Freeflow/Motion

filter captures

For a result to be considered valid, the last license plate read must
not be among the last N recognized as valid.
This filter is useful for traffic jams, where the cameras may be

reading N license plates continually in a closed cycle.

Freeflow/Motion

filter time (ms)

Minimum time elapsed from the detection of the samelicense

plate to it being accepted again in the system.

Motion queue

Is the number of images stored in a queue to process in MOTION
mode .
Increasing the motion queue might increasing the vehicle

detection rate.

For example, you have the camera in a Parking and there is a traffic jam, you don't

want to read the same license plate over and over, in that case, the best filter is for

captures, With this configuration, once a license plate is read, won't be read again

until another 5 different license plates have been read. Once set, please click on the

“Restart service”

L bytton to take effect.
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Anal ytics options
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3.8 Evidence Tab

O Notice

1



For ANPR version before 4.1.1.18, the “evidence” function only exists on the urban

ANPR package. After 4.1.1.18, it become a general ANPR function.

This feature allows the user to capture evidence images in addition to the LPR image.
Thereis nolimitin the number of evidence cameras that the user can setup.

So, the camera will capture 1 synchronized evidence snapshot for each evidence
camera when a license plate is captured.

In this tab, configure the Evidence Camera:

Live Review Lists LPR configuration Evidence General configuration Audit

v Evidence cameras

How it wor ks

The LPR camera keeps capturing snapshots from the evidence camera. When the LPR
camera reads a license plate, it will log the latest captured image from each
evidence camera. Then, this evidence images are synchronized with the LPR image.

Re al scenari os

1. Access control
A Capture the state of a car when entering a car park to avoid fraud. By adding
several evidence cameras in both sides of the entrance.
A Capture the face of the driver for security reasons.
A Capture the number of wheels in tooling for auditing.

2. Traffic
A Evidence Snapshot for Red-light Violation
A Capture color image of the full car to record the color, make, etc .



Add a new

evidence camer a

Click on the "+” button, text the evidence camera name and click on “Save”.

w Evidence cameras

]

Setting

Detail Setting

Description

Connection type

only support HTTP connection

Login / Password

Camera login setting

Authenti cation

None, basic Digest

INFO

Depending on your network security requirements, the
Network Camera provides two types of security settings for
an HTTP transaction: basic and digest. If basic
authentication is selected, the password is sent in plain text

If digest authentication is selected, user credentials are
encrypted using MD5 algorithm and thus provide better
protection against unauthorized accesses.

format and there can be potential risks of being intercepted.

URL in jpg format of the camera.

SETUP

The user may evidence cameras by typing:
1) URL of the snapshot CGI of a reachable camera.
e Any camera support JPG snapshot URL protocol.
2) User with permissions on the
evidence camera to capture a

snapshot

3) Password of this user

4) Click on the "RESTART SERVICE”
button to take effect.

Notice

1. Recommend: reduce “Evidence jpeg stream” to 1 megapixel.

2. Limitthe size of the snapshot image in the evidence camera setup. NOT in the
URL withparameters.

3. Maximum Evidence cameras: 1
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3.9 ANPR-General Configure Tab

Expertiop

Parameter

Description

View type

The type of display for detected vehicles.

Save the image

If selected, will store in the complete image.

Save the plate image

If selected, will store only the license plate image.

Image quality

Will store the image with the configured compression.

Store image on

Will store data on an SD or in the camera (it is strongly

recommended to add an SD card to the camera).

Trigger Socket Port

Will enter the port to be used for receiving trigger

messages.

Actiontim e

“ MMEDI"ATE
Suitable Application: Parking & Access Control
Execute the Action immediately. The retry mechanism is
based on the communication protocol.

“PERSI STNE
Suitable Application: City Surveillance & Toll Collection
ANPR database will set a “Flag” on each action to
indicate whether it success or not. If not, ANPR system
will try the action in presetting period until success. It's
designed for securing the record on backend system

even when the network is unstable.

Retry period for failed

The period of time in hours to retry the execution of a failed

action s (hours) action.

Log Option

Parameter Description

Log Level Let you determine the log level of the service. By default it is

set to 3. Level 4 and 5 are for experts and the debugging

team.
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Enable Engine Log

Select only if debugging mode is necessary, only for expert

technicians.

Log Level CGI

Let you determine the log level of the CGI. By default is set

to 3. Level 4 and 5 are for experts and the debugging team.

Purge options

v Purge options

Purge Interva HOUR DAY WEEK MONTH
Type of purge DISABLED DAYS FREESPACE
Days to preserve in storage: 3
Minimum percentage of free space on 5D 20
Minimum percentage of free space on CAMERA: 50
Parameter Description

Purge Interval

Schedule when you want to execute the purge.

J  Hour: execute the task every hour.

I Day: execute the task once a day at 23:59:59.

I  Week: execute the task once a week, every Monday at
00:00:00.

I Month: execute the task once a month, the first day of the

month at 23:59:59.

Type of Purge

A Disabled: Won't execute any purge.
A Days: Will purge by days, keeping data for the last days.

A Freespace: Will purge depending on the free space in the SD

or in the camera.

Day to preserve

in storage

Parameter of “Purge by Days” Mode
A Delete database &files before (days): Will keep data of the
last (XX) days and purge therest.
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Minimum
percentage of
free space on

SD

Will delete data in database andfiles stored until free space on

the SD is lower than configured.

Minimum
percentage of
free space on

Camera

Will delete data in databaseand files stored until free space in the

camerais lower than configured.

Heartbeat options:

ANPR can create a socket connection (socket client) to sent signal continuously as

indicator that ANPR is alive and answering requests

> > > > >

Send Heartbeat: This option will toggle if the camera is sending heartbeats or not.
Seconds: Interval of second between heartbeats.

IP: Destination of message sent.

Port: Port destination (this port needs to be open on the destination computer).

Type: With this option you can select sending an XML or J[SON message.

v Heartbeat options

Info: n

Send Heartbeat:

Seconds: 10
IP: 127.0.0.1
Port: 17001

Type ® XML JSON
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Mai ntenance Option

In this section you can upload files for camera

v Maintenance Options

configuration, licensing, update VIVOTEK ANPR

software version for the path option showed in

the Camera Configuration tab.

A
A

>

Upload file
Revert last files

Show info

Upload File: Let you upload a file.
. . Reset the database

Revert last files: If after applying changes
Reset Counters

with the uploaded files, it doesn't work

Export general config

correctly, you can revert changes.

Import C5SV general config file or drop import CSV general config ...

Show Info: Show you information about

the version and camera MAC ADDRESS.

Reset the database: If you want to delete and clear all ANPR results including

number plate readings, actions, exports, imports from the camera.
Reset Counters: Resets the counters on the “Live” screen.
Export general configuration: Export in a CSV file configuration.

Import CSV general configuration file: Import in a CSV file configuration.

In case you want to revert all changes and want to get back to the default

: . Il Restart default configurati
configuration, click for restore default.

Custoendi zZOpti on

In this section you can add new fields,

export and import lists (The maximum | FEEEEER «ow e

fields itis 10). You can search by date
information the field you want. In case

you want to revert all changes and

[ st et coniguration |

want to get back to the defaultconfiguration, click for restore default.

I Note:

1. Cannot add only number as name.



2. Cannot add field with space ascharacter.

3.10 ANPR - Audit Tab

The camera registers actions like export and import lists and actions executed depending
on the list configurations. In the Audit tab, you can search by dates information related to

these actions.

Live Review Lists LPR configuration Evidence General configuration Audit Logs

09/06,/2020 00:00:00 D Type export

09/06/2020 23:59:59

10

You can search in the stored actions by dates and by type of action.
., Export: show you automatic exports done
Import: show you automatic imports done.

5

Action: show you automatic actions triggered on the lists.

5

The result of the search can be exported and downloaded.

Exports example:



From date: 28/02/2019 00:00:00 [ Type: export -
To date: 28/02/2019 23:59:59 [
1D Time Status Type List = Description Num. | File
4 12:27:00.010 28/02/2019 DONE Local list all plates  Export [223232] time [from:20000101T000... 10 Getfile
5 12:28:00.172 28/02/2019 DONE Local list all plates  Export [223232] time [from:20000101T000... 9 Getfile
6 12:29:00.127 28/02/2019 DONE Local list all plates  Export [223232] time [from:20000101T000... 11 Getfile
7 12:30:00.259 28/02/2019 DONE Local list all plates  Export [223232] time [from:20000101T000... 12 Getfile
Copyright ® 2019
| mpoEx ampl e
Frean dube 2BN22019 14:00:00 " Vi MEET
To dabe: B0 2019 23:5558 r
B Q
3 140000218 280022019 DONE afl plates  Import [23232) time [frorc200 12 Gt file
4 140100228 280022019 DONE ol plates  Import [23232) time [frormc200 T Got file
Copyrigh 2018
Action Exampl e
From date: 28/02/2019 D0:00:00 | Type: action
To date: 28/02/2019 23:59:59 ]
-]
1284 12:26:53.370 28/02/2019  DOME FIP 1289 all plates  Action [121221] plate [OT15GY Get file
1285 122653492 28/027201% DONE FTP 1290 all plates  Action [121221] plate [07T15GY Get file
1286 12:26:53.615 28/02/2019  DOME TP 1291 all plates  Action [121221) plate [OT15GY Gat file
1287 12:26:53.733 20/02/2019  DOME FIP 1292 all plates  Action [121221) plate [D715GY
1268 102653852 280022019 DONE aid 1293 all plates  Action [121221] plate (0715GY
1289 12:26:53.975 28/02/2019  DONE TP 1294 all plates  Action [121221) plate [OT15GY Gt file
1280 12:26:54.097 28/02/2019  DOME TR 1295 all plates  Action [121221] plate [DT15GY Get file
1291 122654217 28/02/2019  DONE FTP 1296 all plates  Acticn [121221) plate (0715GY
1252 1226543348 20022015 DONE FTP 1297 all plates  Acticn [121221] plate [0715GY
1293 12:26:54.450 28/02/2019  DOME TP 1298 all plates  Action [121221) plate [DT15GY Get file
5 10 XM s i Fage i 2 100

3.11 ANPR - Logs Tab



In this TAB the user can see /download different logs. Logs are activated and setup in
General Configuration TAB. These logs can be useful to help our technical team to

diagnose and solve application problems.

Live Review Lists LPR configuration Ewdence General configuration Audt

log type Manager @ Service Engine

V| Enabled

14:52:30.373 [INFO] vpard executable path (/mnt/auto/CF/vadp/0/vpard/)
00 [INFO] VENDOR (VIVOTEX)
" act

23

eng ated
ICE VERSION (3.264

S

aplication value(6)

mode ok /mnt/auto/CF/vadp/0/vpard/db/ANPR sqlite!

18354556 : no such table: n! er : SELE le. text, computend, value, lastchange FROM ninumer LIMIT 40

3

-4

pon tp://127.0.0.1/cgi-bin/sdmin/getparam.cgilsystem_hostname) OK KTTPCODER00) size(29) time(7)
0] system_hostnames 189365-HT

2222 IBILLILEIFR

The type of the log that the user wants to see must be selected by either manager, Service
or Engine. Checking auto update the application will refresh the selected log type. Sending
logs to technical support may be needed. To do that, click in the bottom of the
page.

Selected logs will be downloaded in compressed txt format.



4. Camera list synchronization

The VIVOTEK ANPR software system allows a list system synchronized. One of the

cameras works like a master and the other cameras works like a slave. The master camera
uploads the file with the list content and the slave cameras download the file. All the list

and elements must be modified in the master camera, the changes will be updated
automatically in the slave following the next instructions to configure the master and the

slaves.

We recommend <10 slave cameras connect to master camera at the same time; The

maximum number of connections is depending on the FTP server (master camera). Can be

synchronized all the lists or only one list.

4.1 Architecture 1

The camera is the FTP server. Must be activated (by default is disable the FTP server)

Master camera

FTP Server

Slave cameras

Mastceornf i gurati on

Stepl, Activate the FTP server.
Step 2, Access to the camera web interface: Configuration/Network/FTP

Step 3, Check “Enable FTP server” and click Save.

& C @ Noesseguro | 192.168.1.68/setup/network/ftp.html ¥

Y viverk

Home Client settings Configuration Language
Network > FTP

FTP

| Enable FTP server

FTP port: 2

General settings
Streaming protocols
DDNS

Qos

SNMP

FTP




Sl ave configuration

Step 1, Access to the List Tab. To configure only one list selects the list and make

the importin thelist. To configure all the list selects all plates.

+ Q Search..
D Name
2 all plates Edit Delete
-1 notin list Edit Delete
1 BLACKLIST

2 WHITELIST

> Action for the list: all plates (1)
» Exports for the list: all plates (0)

¥ Imports for the list: all plates (0)

Select import XML/CSV file or Drop import XML/CSV file here

Delete the list elements at import

Q Search...

D Description Import type Interval Active

No data

Step2, Create an import each minute (or desirable time) the time enabled if

change with thetype SINCRO Camera and click Save.

+ Q, Search...

D  Description Import type Interva Active

2 import SINCRO camera Minute Enabled if change Edit Delete




Step 3, configure the master camera credentials.

import properties
Impert Info
Host:
User:

Password:

D Description Import type

2 import SINCRO camera

[ 192.168.1.78

root

[ neural001

Interva

Minute

-

Active

Enabled if change

Q, Search...

Host: Camera master IP

User: Camera master user

5

The import setting can be verified in the “Audit Tab”.

Password: Camera master password can be checked in the Audit Tab.

From date: 08/04/2019 13:25:00

To date: 08/04/2019 23:59:59

ID | Time Status

Type:

import

Num

[ 21 13:25:00.136 08/04/2019 DONE

Import [import slave] time [f

1 Getfile ]




4.2 Architecture 2

Using FTP server where store the list.

FTP Server
J v
Master camera Slave cameras

Master configuration

Step1, Access to the List Tab.

A To configure only one list, selects the list and make the export in the list.

1 BLACKISST Edhit Deieie:
b List of the license plates: BILACKLIST (0]
» Action for the st BLACKLIST (0)

w Exports for the lisi- BLACKLIST (09

A To configure all the list, selects all plates.

-
=

O

Step 2, Create an export each minute enabled if change with the type FTP list and click Save.

+ a

ERPOTE MESHEr FTP list = Minute =  Enabled # change




5

Step 3, Configure the credentials of the FTP server and the format CSV or XML, can be the both

but must be the same in the slaves. Just configured the camera master is sending the file to the

FTP server.
+
1 export master FT# list kmnute Erakled d charge Edlit Delete
Export properties
[ 192,168,121 ]
1 ) ]
[ & AL [asT) ] B
I EXPO&ET ]
I pasFaangd |
& JFLAS
Step 4, Check: These actions can be checked in the Audit Tab.
(068,708 /2049 00000 | Typet pxpart
080472019 235559 3
[+] C
1 125500010 08042018 DONE FT# list BLACKUST Export fexport master] time [from:3000010

S|

ave configuration

Step 1, Access to the List Tab.

Step 2, To configure only one list selects the list and make the import in the list.



-2l plate

B nod in ban

.

2 WHITELIST

»  List of the license plates; BLACKLIST (0)
» Action for the list: BLACKLIST (0)

» Exports for the list: BLACKLIST (1)

v Impaons for the list: BLACKLIST (0)

PRSP Y T o Drop imeert XMLICSY Gle haie

Dot Tt [l lfmanEs Bt impadt

Note: To configure all the list selects all plates.

o
1 eetinbis
1 BLACKLIST
1 WHITELIST

» Action for the list: all plates (1)
» Exports for the list: all plates (0)

v Imports for the list: all plates (0

B b UTa Ll <o Deop import MML/CSV fie here

Dt the et ilamaess st impan

Step 3, Create an import each minute (or desirable time) the time enabled if change with the

type FTP list and click Save.

import slave FTP list *  Minute

4

Enabled if change] v | Sav ]

Step 4, Configure the same credentials of the FTP server and the same format CSV or XML than

the master configuration.



1 mmpodt slave FTP list Birute Enabled if change Edit Delote

mport properties

&
[ 192.168.1.21| ]
[ k3| N ]
XML_NCTDELETE csv C5V_MOTDELETE B
e [ EXPORT I

ugar

I P dwnd |

& FLAG

If the master selection type format is XML can be selected XML or XML_NOTDELETE, if your selection
is XML all the elements not included in each file downloaded will be deleted.

Just configured the camera master is downloading the file from the FTP server.

Step b, Check, The action can be checked in the Audit Tab.

5

From date: 08/04/2019 13:25:00 | Type: import v

To date: 08/04/2019 23:59:59

[ 21 13:25:00.136 08/04/2019 DONE Import [import slave] time [f 1 -3e1.-'||e]




5. List and Action Examples

A list can perform several actions, depending on the scenario and needs. Having the a list

selected, click on “Action for the list” and then click on the “+"button.

5.1 Onvif Eve

Configuring the action Onvif Event to send the license plate using this protocol.

Enatied £01 Delere

Action Conditions: Set the minimum and maximum confidence filter to do the

action Onvif.
Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER".

Click on E’ for more information.

Help

Enable the onvif event to send the license plate information using this

protocol

The parameters are the following

* Format:The msssage type

Click on QII for more information.




52 10
Configuring the action IO to open a gate for those plates that belong to the list
EMPLOYEES.

Step 1, Click on “Action for the list” and add a new action pressing “+" andthen select

in “Action type = 10"

3 10 [ 10 ] Enabled Edit Delste
Action properties n
Action Info n
O type: ® VIVOTEK
Output 0 s
Activation time (seC 1 :
Output Delay (sec 0 -

v Action Conditions

Minimum Confidence 0 -
Maximum Confidence: 100 B
v Scheduler

ACTIVATION SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:0018:0015:0020:0021:0022:0023:00

Action Conditions: Set the minimum and maximum confidence filter to do the

action 10.

Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER".

Click on B for more information.



Help X

Enable digital output signals in the camera

The parameters are the following:

e |0 type: The type of output
e Output: The port that will be activated
e Activation time(sec): Time to keep the signal

In this case, every time we read a license plate thatisin the EMPLOYEES list, we send a

signal to the camera I/O to open the gate.

5.3 FTP

Configuring the action FTP to send an XML, JSON or image to an FTP server.

Using the EMPLOYEES list, click on “Action for the list” and add a new action pressing “+"
and then select in “Action type = FTP”"

S Eoedles R el

XML XML_IMG JSON JSON_IMG IMAGE l n

NONE FLAG CONF

Action Conditions: Set the minimum and maximum confidence filter to do theaction
FTP.
Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER”.




¥ Scheduler

ACTIVATION SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:0018:0019:0020:0021:0022:0023:00

Help X

Store the results in an FTP server

The parameters are the following:

* Host: Ftp server IP

* Port: Ftp server port

* Format: The message type (XML/JSON/CSV) and if the image is to
be included

* Folder: Ftp folder to save the messages

* User: Ftp user

* Password: Ftp password

* Confirmation file: In order to track if all images have been sent to
the FTP server you can select .flag or .conf and a single, empty file
will be generated and sent for each correct action.

* Type: The FTP type to be used

Click on B, for more information about how to configure.

Select which message format you will use to send the information.

Click on U for more information about format type.

Help X

The possible formats are the following:

® XML: XML message without image Download Sample

* XML_IMG: XML message with image Download Sample

® JSON: JSON message without image Download Sample

® JSON_IMG: JSON message with image Download Sample
* IMAGE: Only the jpeg image

*The name of the file is
DATETIME(YYYYMMDDHHmMmSS)_ID_TYPE_LIST_PLATE




5.4 HTTP

Configuring the action HTTP to send analytic events to a VMS.

Using the EMPLOYEES list, click on “Action for the list” and add a new action pressing

andthen selectin “Action type =HTTP”

You can use wildcards in the “Url” param to include some information in the http

petition:

#DTE# Time stamp of the image captured.

#IDCAM# Camera identifier

#PLT# Plate number

#CNF# Global confidence

#IDLAN# Lane identifier (1 or 2)

#HIDLISTH# List of list identifiers separated by []. [-1] not in list
Examples:

http://192168.1.23:807plate=H#PLT#&time=H#DTE#
http://192.168.1.23:807plate=0715GYC&time=2019-09-2/T18:49:19.912
http://192.168.1.34:80907plate=#H#PLT#&cam=HIDCAM#&E&time=H#DTE#&co
nf=HCNF#8&lane=#H#IDLAN#&list=HIDLIST#
http://192.168.1.34:80907plate=0715GYC&cam=1&time=2019-09-
27718:52:49.9298&conf=99.90&lane=2&list=[-]

“

71


http://192.168.1.23/?plate=0715GYC&time=2019-09-27T18:49:19.912

3 HTTP

Enabled
IAction properties
® XML JSON
Authentication @ NONE BASIC DIGEST
Format ® GET POST POST_IMG POST_PARAM

/127.0.0.1:80

Password:

v Action Conditions

Minimix

Confidence: 0 %

Maximum Confidence: 100 )




¥ Scheduler

ON SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:0018:0019:0020:0021:0022:0023:00

Mon
Tue
Wed
Thu
Fr

Sat

v Save scheduler

Action Conditions: Set the minimum and maximum confidence filter to do the
action HTTP.
Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER”.

Help X

Send a request using this protocol to a server

The parameters are the following:

+ Output format:The format of the output with the plate
information. Not used when POST_PARAM is selected in field
Format.

+ Authentication:The method of authentication for the HTTP
protocol message.

- Format:The format of the HTTP protocol message.

« URL:URL where to send the request.

- Post message:Custom POST message to be sent when
POST_PARAM is selected. Can be used JSON. XML or any other
format including wherever required, the tags listed in the next list.

- User:Username to be used when authentication required.

- Password:Password to be used when authentication required.

The possible tags to be used in field Post message are the following:

+ {IDCOMP}Computed ID

= {IDCAM}Camera identifier
- {PLT}Plate

- {DTE}Date and time

+ {CNF}Confidence

« {IDLIST}List identifiers

+ {IDNAME}List names

« {IDLAN}Lane identifier

+ {ENDLN}New line

Click on B, for more information about how to configure.

Click on Qﬂ for more information about format type.

Help X

The posible formats are the following:

» GET:Send a get petition

+ POST:Send a post petition

+ POST_IMG:Send a post petition, including the image

- POST_PARAM:Send a post petition, with the text included in the
field Post message.




5.5 MILESTONE

Configuring the action MILESTONE to send analytic events to a Milestone VMS.

Using the EMPLOYEES list, click on “Action for the list” and add a new action pressing
“+" and then select in “Action type = MILESTONE"

3 MiL [ MILESTONE Enabled
Action properties 9
Action Info n
H 127.001
Port 9020 y Q
Format e ANALYTIC_EVENT n
Ut
n ype

v Action Conditions

Minimum Confidence: 0
Maximum Confidence 100
v Scheduler

ACTIVATION SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:0018:0019:0020:0021:0022:0023:00

Action Conditions: Set the minimum and maximum confidence filter to do the

action Milestone.

Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER".

Click on n, for more information about how to configure.



Help X

Send a request using this protocol to a server

The parameters are the following:

e Host: Milestone server 1P

o Port: Milestone server port

o Format: Petition format to send
e URL: URL to send the petition

* Event Type: Analytic event type

The resulting HTTP URL will be composed in the following manner:
http://{Host}:{IP}/{URL}

Click on Qﬂ for more information about format type.

Help

The posible formats are following

* ANALITYC _EVENT:Send a Milestone analytic event message
Download Sample

See chapter 4.4.1 to know more information to how configure Milestone.



5.6 WIEGAND

Configuring the action WIEGAND to send analytic events to a Wiegand middleware
board.

Using the EMPLOYEES list, click on “Action for the list” and add a new actionpressing “+"
and then select in “Action type = WIEGAND”.

e

Action Conditions: Set the minimum and maximum confidence filter to do theaction
Wiegand.
Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER”.

Help X

Send a request using this protocol to a server

The parameters are the following

Host:Http server [P

Port:Http server port
Format:Petition format to send
Reader:Code of reader to use

Click on n, for more information about how to configure.

Click on W@ for more information about format type.

Help X

The possible formats are the following:

* WIEGAND26: Weigand 26
e LENEL: Weigand with LENEL format




5.7 VAST2

Configuring the action VAST2 to send analytic events to the software VAST2. Using
the EMPLOYEES list, click on “Action for the list” and add a new action pressing “+"

and then select in “Action type = Vast2".

3 WIEGAND VAST2 Enabled Edit Dele
Action properties 9

Action Info n

Host: 127.0.0

Port: 17000

v Action Conditions
Minimum Confidence: 0
100 )

Maximum Confidence:

v Scheduler

ACTIVATION SCHEDULER
0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 5:00 10:0011:0012:0013:0014:0015:0016:0017:0018:0019:0020:0021:0022:0023:00

v/ Save scheduler

Action Conditions: Set the minimum and maximum confidence filter to do theaction

Trigger Server.
Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER".

Click on n, for more information about how to configure.

Help

Send a request using the VAST protocol to a server

The parameters are the following:

= Host: VAST server [P
= Port: VAST server port




5.8 Trigger Server

Configuring the action Trigger Server will use the camera to receive triggers from other
devices and send a message. Using the EMPLOYEES list, click on “Action forthe list” and
add a new action pressing “+" and then select in “Action type = Trigger Server”.

This mode is designed to work with trigger mode, the client connect to the server
socket and send the message specified tin the “Trigger mode”, received this message
(another message is discarded) make a trigger to the camera an take apicture to
process the engine. After engine processed send a message with theformat specified
inthe “Format response”

., SIMPLE: Just the plate numberXML a

message in format XML

XML_IMG a message in XML format including the image in base64 format/SON a

message in format JSON

JSON_IMG a message in JSON format including the image in base64 format

Enabled

v Scheduler

ACTIVATION SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:00 18:00 19:00 20:0021:0022:0023:00

Action Conditions: Set the minimum and maximum confidence filter to do the

action Trigger Server.

Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER".



Click on B, for more information about how to configure.

Help X

Enable a port that sends the read response when a trigger message
arrives

The parameters are the following:

Port: The port that will listen/respond to.
Format: The message type and if need to send the image too.
The posible formats are following:

= SIMPLE: Return only the number plate

= XML: XML message without image Download Sample

= XML_IMG: XML message with image Download Sample

= JSON: JSON message without image Download Sample

= JSON_IMG: JSON message with image Download Sample
Trigger message: Activation message for trigger
Simple response init:Message concatenated before plate (only for
simple format)
Simple response init:Message concatenated after plate (only for
simple format)




5.9 WIEGAND VIVOTEK

Configuring the action WIEGAND VIVOTEK to send analytic events to a Wiegand
middleware board. Using the EMPLOYEES list, click on “Action for the list” and add a
new action pressing “+" and then select in “Action type = WIEGAND".

D Description Action type Active
2 WG Wiegand Vivotek Enabled Edit Delete

Action properties

v Scheduler

ACTIVATION SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:0018:0019:0020:0021:0022:0023:00

Action Info nn

Hast: 192.168.1127

Port: 1601 -

Output format: Bypass databits @ Even/Odd parity bits Ocd/Even parity bits qn
Output bit length: ® 24bits 32 bits

Action Conditions: Set the minimum and maximum confidence filter to do the

action Wiegand.

Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER".

Click on ﬂ, for more information about how to configure.



Help X

Send a request using this protocol to a server

The card number sent will be the one defined in the description column
of the license plate set in the list. The card number will always be
preceded and terminated with the # character. For example, #1234# or
#12457#

The types of formats accepted will be:

e Full card number: The code will be wrapped between # (#1234%)
e Facility code + Card number: The code will be composed of: # +
facility code + . + card number + # (#12.457#)

The parameters are the following:

Host: Wiegand server IP

Port: Wiegand server port

Output format: Parity bit configuration of the output
Output bit length: Number of output bits without parity bits

Help X

The possible output formats are the following:

e Bypass data bits: No parity bits are added to the output

e Even/0dd parity bits: The leading parity bit is even, and the
ending parity bit is odd

e 0Odd/Even parity bits: The leading parity bit is odd, and the ending
parity bit is even

The output bit length without parity bits can be 24 or 32 bits

Click on W for more information about format type



5.10 Emall

Configuring the action EMAIL to send messages

Using the EMPLOYEES list, clickon “Action for the list” and add a new action pressing
“+" and then select in “Action type = EMAIL".

EMAIL EMAIL Enabled

Action properties
Action Info n
Port 587 5 Q
Server type and format ® SMTP/SSL SMTP N - n

w

From:

User:

Password

To:

Subject: plate {PLT} received

Message: Plate: {PLT{ENDLN]}Time: {DTE{ENDLN}Global Confidence: {CNF{ENDLN}List: {IDNAMEK{ENDLN}Lane: {IDLAN}EN

¥ Action Conditions

Minimum Confidence 0

Maximum Confidence 100




v Scheduler

ACTIVATION SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:0018:0019:0020:0021:0022:0023:00

Action Conditions: Set the minimum and maximum confidence filter to do the

action email.

Schedule: Set the scheduler as needed and click on “SAVE SCHEDULER".

Click on B, for more information about how to configure.



Help

Send an email

The parameters are the following:

Server: Email Server

Port: Email port

Server type and format: Type of email server
From: Sender's email adress

User: Sender’s email user

Password: Sender's email password

To: Recipient's email adress

Subject: Email subject

Message: Email message

L R L I I

{IDCOMP} Computed ID
{IDCAM} Camera identifier
{PLT} Plate

{DTE} Date and time
{CNF} Confidence
{IDLIST} List identifiers
{IDNAME} List names
{IDLAN} Lane identifier
{ENDLN} New line

L I L I I

The possible tags to use in Subject/Message field are the following:

Click on Q@ for more information about format type.

Help X

The posible formats are following:

* SMTP/SSL: SMTP server over SSL
+ SMTP: SMTP Server




In case, you do not want to continue using an action in alist you can modify able to

disableor delete the action.

To disable click on the list, select the action, and then click on edit

option.In Active change to Disabled and then click on Save.

¥ Action for the list: EMPLOYEES (0)

-~ Q, Search..
ID | Description Action type Active
open gate 10 - | Select..
l Disabled l
Enabled

» Exports for the list: EMPLOYEES (0)

After this change, you will have the action disabled in case you need to use it later.

-~ Q, Search..
ID  Description Action type Active
3  open gate 10 l Disabled l Edit Delete

To delete an action, click on the action and click on the DELETE button and then YES.

¥ Action for the list: EMPLOYEES (1)

D

Description

Test

Action type

Trigger server

Active

Enabled

+

Q, Search...




5.11 Meypar

1. Configuring the action Meypar Server: Using the EMPLOYEES list, click on “Actionfor
the list” and add a new action pressing “+" and then select in “Action type =
Meypar Server”.
Port: UDP local camera port
Camera ID: Camera
identifier
Remote IP: IP for the client UDP (If the IP remote is empty use the IP from the

first message received)

Remote Port: Port for the client UDP (If the port is empty use the same UDP

MEYPAR Meypar server

v Action Conditions

v Scheduler

ACTIVATION SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:00 18:00 19:0020:0021:00 22:0023:00




Action Conditions: Set the minimum and maximum confidence filter to do the

action Meypar Server.
Schedule: Set the scheduler as needed and

click on "SAVE SCHEDULER".

Click on B’ for more information

about how to configure.

Help

Enable the meypar protocol

The parameters are the following:

* Port: The port that will listen.

* Camera ID: The id of camera in meypar system

* Remote IP:IP that the system will send the message

* Remote port:Fort that the system will send the message




5.12 Milestone

Once the Milestone action is configured, we need set up Milestone server to process
ouraction. To do this, we follow the next steps:
. Enabaneal v ec.
a. Weclick to Tool -> Options and select the “Analytics Event” tab. Atthistab [ ss

we will active the Analytics events.
|

Opticns
Mail Server AV| Generation Network Audio Mezsages Access Control Settings Analytics Events
Analytics events

Enabled
Paort:

5050

2 Creatheenal ytic event

a. We do a click at Rules and Events -> Analytics Events. And then right
button to create a new analytic event. The name must be the same

thatdefined at Event type of action.

Analytics Events » 3 W|Froperties
=- % Analytics Events _
: | LPR Camera Event Name:

| LPR Camera Event

Create an alarm definition.
b. We do aright click at Alarm definition and we create a new alarm
definitionon:
i. Enable: This alarm is enabled at system
ii. Name: The alarm name
iii. Triggering event: We must select Analytic Events
iv. Triggering event source: We must select the before created

analyticevent

v. Source: We must select the camera at milestone system



Blarm Definitions

EIJ Alarm Definitions
& Alarm Definition

Alam definition

Enable:
MName:

Instructions:

Trigger

Triggering event:

&

|LPR ALARM

 Analytics Events

LPR CAMERA EVENT




VIVOT=K

A Delta Group Company

6. ANPR Performance Index

This performance standards apply for license plates that comply with correctly
represented and readable plates in ANPR camera FOV. The suggested processes
discussed here are intended for gathering data and analyzing performance.

6.1 ANPR performance measurements

The measurements used to describe the ANPR system performance are:

eCapur e thartumber of license plates detected and logged by an ANPR
device in comparison with the total number of license plates passing through the
field of view that arevisible to a human. This is expressed as a percentage
irrespective of whether they are correctly read or not.

*Read rthethenber of license plates captured by an ANPR device that are
accurately read in comparison with the total number captured expressed as a
percentage.

It is desirable for all of the capture and read rates to be as high as possible.

Details for any license plate that is not captured or read correctly should be noted and
reported. This may provide information to enable the performance of the device to be
improved or define the countermeasures.

6.2 Minimum evaluation sam ple

The evaluation sample is no fewer than 250 consecutive vehicles displaying clear
license plate within the field of view of an ANPR camera. This number of vehicles is
suggested as the result gives a reasonable confidence and accurate representation.

If the traffic flow is too low to be impractical to collect 250 vehicle, measurement on all
vehicles that pass the camera within a two-hour time span can take as alternative.
However, it should be noted that the results will not be as robust.
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6.3 Calculate the performance

Capture Rate
AR b o ekl ol | el il
e e el | T Fom+

Read Rat e

oo ol | % e ot
1=t tm T T m<o O d [ |

Rat e

Accuracy
=440 »pdiam rtm <Pl mt T4 m

Performance ©Eadmpmlleati on

5 cars passing the LPR camera FoV with clear license plate images. 5 ANPR record in the
log. But 5" car is not included in the ANPR record image. 3™ car shows twice in the record

but 1t recognition is wrong.

Number | Example

Number of LPs known to|5 Five cars
pass the ANPR 15t Car ABC1234
2" Car | BCD1234
39 Car |CDE1234
4% Car DEF1234
5t Car EFG1234

Number of LPs captured in | 4 5 LPs record. One is wrong reading.

the ANPR log License ANPR Reading
1t Car ABC1234 | ABC1234
2 Car |BCD1234 |BCD1234
3 Car CDE1234 | CDE1234
COE1234
4% Car DEF1234 | DEF1234
5t Car EFG1234 -
Capture Rate =4/5=80%
Read Rate =3/4=75%

Accuracy Rate =80 % x /5 % =060%
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6.4 ANPR Accuracy Support Policy

As a basic ANPR support principle, accuracy fine-tune request should be based on
the performance evaluation on real traffic flow with minimum evaluation sample size at

least. This policy can secure the evaluation result is robust without small sample size bias

and sufficient record to train.

However, there are two specific cases that we recommend customer to contact the
VIVOTEK support, new license plate grammar and special case for specific plate.

New License Plate Grammar

Authority add a new rule on license plate and the new license

Explanation plate form or grammar is not recognizable for current ANPR
engine.
The Europe license set 1% section as city(region) code. User report
that ANPR can not recognize these plates with “)” region code.
Example

Recognizable

B JA UA 6

Not Recognizable

B JUA 6

Support Policy

User provides at least 1 image for grammar confirmation.

Special case for specific plate

Explanation

Some specific character will be mistaken recognized often.

The last digit with number is easily being recognized as a letter, ex 2 become Z;

Policy

4 become A.
Example ANPR Result License Plate
Support

User provides at least 10 image for training.
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7. Troubleshooting

7.1 General Trouble Shooting Flow
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7.2 Mode: NO LICENSE

If the camera is not licensed, we find that the mode will be “NO LICENSE" in live page.

To solve this problem, please get in touch with support.

7.3 Mode: STOPPED

If the LPR service is stopped, we find that the mode will be “STOPPED" in live page.

To solve this problem, we will have to reboot the service. You can reboot the service at:

1 Logs page:

Audit Logs

Restart service

1 Package management (http://CAMERA_IP/setup/application/vadp.html):
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Package list
Module name Vendor Version  Status License [l [I[
i@ ANPR VIVOTEK 1.09 OFF MIA ﬁ
( Start [ Stop || Schedule |

7.4 No enough space at Camera or SD

If the camera or SD card has not enough space, the system could fail.

If the space is below 20%, please review the purge option section

7.5 The system does not recognize license plates

If the system does not recognize license plate, please verify the following steps:

1. The region and country are the right ones. You can check this configuration at

L PR configuration.

2. Check the camera Setting
a.Zoom, License Plate Character Height > 25 px

The license plate has a minimum size of 25 pixels. The user can use the

calibration pattern at live page to adjust the size of the license plate. The

licenseplate must be between 2 lines.

b. Focus for clear image

User must check the image in 100% view in focus tab instead of “Auto”.
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U S
General settings _ llluminators | image settings | Exposure Lomconﬁnm
Privacy mask  Pixel calculator

@

Focus adjustment
1. | Reset | to default back focus position.

2
3. Adjust the zoom and roughly make focus using the pullers on the lens.
4. [ Fine-tune focus | [ Fulk-range scan focus |
] ¥ 1G] |

5 TE

If you the system has a defined ROI, verify that license plate is inside ROl area.

If the system is configured at motion detection mode, please be sure have a
movement inside the image.

If the system has read a license plate and it do not read anymore, check the filters.

If the system is configured at trigger mode, please check the following points:

a. Check the mode of in camera (LPR CONFIGURATION):

Function mode: ® TRIGGER

b. Check the trigger socket port (GENERAL CONFIGURATION):

Trigger Socket port: 8040

c. Check that the sender device has connection TCP/IP to the camera
atdefined port. It can be checked via telnet.

d. If the message is received correctly, the system log must show the line:

Show log type: Manager @ Service Engine
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7.6 Problem with ACTIONS

If the action does not execute, verify the following points:

1) The action is enabled.

1 Action 1 Socket client Enabled

2) Thedetected plateisinthelist thatis defined the action.
3) Thereisadefined action to “all plate” list.
4) The detected plateis notin any list, thereis an action defined in “notin list” list.

5 The date of the detection corresponds on a valid time defined in the scheduler.
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w Scheduler

ON SCHEDULER

0:00 1:00 2:00 3:00 4:00 5:00 6:00 7:00 8:00 9:00 10:0011:0012:0013:0014:0015:0016:0017:0018:0019:0020:0021:0022:0023:00

Fri

Sat

+/ Save scheduler

6) Check in Tab Audit if the action has been executed. In red error sent.

Live Review Lists LPR configuration General configuration Audit Logs

From date: 27/03/201% 00:00:00 E Type: action -
To date: 27/03/2019 23:59:59 |
]
+ ID | Time Status Type List | Description File
263 18:26:25.217 27/03/2019 DONE 15614 all plates  Action [1231231] plate [64998
261 18:26:24.235 27/03/2019 DONE 15613 all plates  Action [1231231] plate [64998
259 18:26:23.222 27/03/2019 DONE 15612 all plates  Action [1231231] plate [64998
257 18:26:22.281 27/03/2019 DONE 15611 all plates  Action [1231231] plate [64998
255 18:26:21.228 27/03/2019 DONE 15610 all plates  Action [1231231] plate [64998
5 10 20 50 100 Page 1 of 27 (264 items) 1 2 3 4 5 ... 27

7) Check in the logs if the action has been executed. Active Service and Enabled.

Show log type: Manager @ Service Engine

Autorefresh /| Enabled

27/03/2019 18:28:40.006 [INFO] OK Execute action (1){I0_ACTION) for result {15748)(6499BHW)

27/03/2019 18:28:40.025 (ERROR] ERROR Execute action (2SOCKET_CUENT_ACTION) for resuit (15748K64998KW)

27/03/2019 18:28:41.011 [INFO 99BHW. Date=2019-03-27718:28:40.396 Conf=97. 13 Height=23.50 Coord=4412552#6225597 Country=101 Angle=4,72 Info= 1 Time=519
5 (o1 o}V AT ‘_

aht=23. ZSCOQId 441555286247597 Country=101,Angle=4.71 Info=1Time=444

S750)(64998HW)
aht=23.50,Coord=44 1255226222597 Country=101,Angle=4.72 info=1Time=434

8) Check the connection with the host with a ping command.
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Administrador: Simbolo del sistema

o d %
o)
e ador>ping
e 0
desd 8
p e e
a desd 8
e D o 3
B ado s
0
po o}

®




Socket server [/ Trigger server

If the socket server action does not send the message, please check the following points:

1) Check the defined port
2) Reboot the service if you have defined a new socket server action
3) Open a telnet client to Camera IP and defined port and check that the

message isreceived.

Administrador: Simbolo del sistema Lﬂ]ﬁj

C:\>telnet 192.168.1.79 8658

MEURALR#<?xml version = "1.8" encoding = "wtf-8" ?X{infoplate>{DateHour>2019-A3-
26 17:13:13.692<DateHour>{Engine *LPR< - Engine *>{Plate > WSS Plate *<Container ><
sContainer>{Extralnfo><{ Extralnfo>{Confidence>??, ?8<{-Cont idence > Country>Spain{-
Country><{CountrylD>181 < CountrylD><{ProcTime >458{ ProcT ime >{CharHe ight >44 _B08<. Cha
rHeight >{CamlD>1<{/CamID>{CamName >vivotek{/CanMame *{ImageLeft >355{/ I mageLeft>{Ina
geTop»5??</ImageTop><ImageWidth>257<{/ImageWidth>*{ImageHe ight >?7</ImageHe ight ><Pa
th*/mnt auto/CFAvpar/images-20190326-20190326171313697_1_1_6499BHY. jpg<-Path><Di
rectionUector>B</Directionlectori>{ingSize B /ingS ize > ing > ing > ComputerID>1{/C
omputerID>{Feedhack>0K<{ Feedhack>{EventID>A<{/EventID><{IncidencelD>11843A</Incide
ncel D><{nFrame *B{nFrame >{aviFileMame >{ saviFileName >{Code >1{ Code >{Speed>d_.B<{ Spe
ed > GPSLat >{/GPELat ><{GPSLon >{/GPELon >{List >[-1 1{/List >»{CharConf idence ><CharConf
idence *<UehicleMake >8<UehicleMake >*<UehicleClass>A< UehicleClass>{UehicleColor>@
LsUehicleColor><{LaneHame >{/LaneMame *{Lane ID>A</Lane [ D>*<{RedLightState *8< RedLight
ate Bed1.d Po=T ime »H Bedl.d Pr=T ime ncationll ncatinonlD info ate

]

I O

If the 10 action does not send the message, please check the following points:

1) Checkthe defined port
2) Check the defined time
3) With a multimeter, connect to selected port and check that the voltage

changesfrom Oto 5 V.

GND
+5V




FTP

If the FTP action does not send the message, please check the following points:
1) Check the defined parameter
2) Check the credentials and access with FTP client

o https:/filezilla-project.org/download.php?’type=client

3) Install FTP server like the FileZilla server and check the logs
0 https:/dl2.cdnfilezilla-project.org/server/FileZilla_Server-
0_9_60_2.exe?h=Fjvidwvv/mA-
MDcp3K9OvOQ&x=1553712290

File Server Edit 2

8| 588 2 cien @D~

£I% TISZT68. T68)5 QUTT
(007504)27/03/2019 18:46:45 - root (192.168.1.68)> 221 Goodbye
(007504)27/03/2013 -root (192.168.1.68)> disconnected.

(007505)27/03/2019 18: - (ot logged in) (192.168.1.68)> Connected on port 21, sending welcome message...
(007505)27/03/2019 18:46:45 - (not logged in) (192.168.1.68)> 220-FileZila Server 0.9.60beta
(007505)27/03/2019 18:46:45 - {not logged in) (192.168.1.68)> 220-written by Tim Kosse fim kosse@filezilla-project org)

:45 - root (192.168.1.68)> CWD EXPORTS
8:46:45 - root (192.168.1.68)> 250 CWD successful. “/EXPORTS" is cument diractory.

(007505)27/03/2019 18:46:45 - root (192.168.1.68)> TYPE |
(007505)27/03/2019 18:46:45 - root (192.168.1.68)> 200 Type setto |
(007505)27/03/2019 18:46:45 - root (192.168.1.68)> PASV
(007505)27/03/2019 18:46:45 - root (192.168.1.68)> 227 Entering Passive Mode (192,168,1.54,206.32)
1(007505)27/03/2019 18:46:45 - root (192.168.1.68)> STOR 20190327184642_2_FTP_ACTION_XML_ALLLIST_6493BHW xml
(007505)27/03/2019 18:46:45 - root (192.168.1.68)> 150 Opening data channe! for file upload to server of "/EXPORTS/20190327184642_2 FTP_ACTION_XML_ALLLIST_6439BHW xmi"
(007505)27/03/2013 18 mm (192.168.1.68)> 226 Successfully transfered "/EXPORTS/20190327184642_2_FTP_ACTION_XML_ALLLIST_6499BAW xmi”
(007505)27/03/2019 18: root (192.168.1.68)> QUIT
(007505)27/03/2019 18:46: 45 -root (192.168.1.68)> 221 Goodbye
(00° /03/2019134645 -root (192.168.1.68)> disconnected.

)27/03/2019 - (not logged in) (192.168.1.68)> Connected on port 21, sending welcome message...
(007506)27/03/2019 1348 45 - {not logged in) (192.168.1.68)> 220-FileZila Server 0.9.60beta
(007506)27/03/2019 18:46:45 - (not logged in) (192.168.1.68)> 2204written by Tim Kosse fim kosse@filezila-project org)
(007506)27/03/2019 18:46:45 - {not logged in) (192.168.1.68)> 220 Please vist https://fiezlla-project org/
(007506)27/03/2019 18:46:45 - {not logged in) (192.168.1.68)> USER root
(007506)27/03/2019 18:46:45 - (not logged in) (192.168.1.68)> 331 Fasswordvequredlofroa
(007506)27/03/2019 18:46:45 - not logged in) (192.168.1.68)> PASS ****+**~
(007506)27/03/2019 18:46:45 - root (192.168.1.68)> 230 Logged on
(007506)27/03/2019 18:46:45 - root (192.168.1.68)> CWD EXPORTS
(007506)27/03/2019 1846 45 -root (192.168.1.68)> 250 CWD successful. "/EXPORTS" is curent directory.
:46:45 - root (192.168.1.68)> TYPE |
45 - root (192.168.1.68)> 200 Type setto |
:45 - root (192.168.1.68)> PASV
45 - root (192.168.1.68)> 227 Entering Passive Mode (192,168.1.54,202,30)
8:46:45 - root (192.168.1.68)> STOR 20190327184642_2_| FTP _ACTION_XML_ALLLIST_64SSBHW xml
(007506)27/03/2019 18:46:45 - oot (192.168.1.68)> 150 Opening data channel for file upload to server of */EXPORTS/20190327184642_2_FTP_ACTION_XML_ALLLIST_6499BHW xml"
(007506} 27/03/2019 18:46:45 - root (192.168.1.68)> 226 Successfully transfemed " /EXFORTS/20190327184642 2_FTP_ACTION_XML_ALLLIST_6499BAW xmi"
(007506)27/03/2019 18:46:45 - root (192.168.1.68)> QUIT
(007506)27/03/2019 18:46:45 - root (192.168.1.68)> 221 Goodbye
(N7506l27/03/20|5 8: ~root (192.168.1.68)> disconnected.
8: -fot n)(192168163)>Comeaedmpon21 sending welcome message....
7507)27/03/2019 1348 45 - (not logged in) (192.168.1.68)> 220-FileZila Server 0.9.60 beta

(00°

(007507)27/03/2019 18:46:45 - {not logged in) (192.168.1.68)> 220-written by Tim Kosse tim kosse@filezila-project org)

l007507)27/03/2019 18:
7/03/2019

45 - (ot logged in) (192.168.1.68)> 220 Please vis hitps./filezila project org/

- not logged in) (192.168.1.68)> USER root

45 - {not logged in) (192.168.1.68)> 331 Password required for root

:45 - fnot logged in) (192.168.1.68)> PASS ********

45 - root (192.168.1.68)> 230 Logged on

:46:45 - root (192.168.1.68)> CWD EXPORTS

(007507)27/03/2019 18:46:45 - root (192.168.1.68)> 250 CWD successful. "/EXPORTS" is current directory.
(007507)27/03/2019 18:46:45 - root (192.168.1.68)> TYPE |

(007507)27/03/2019 18:46:45 - root (192.168.1.68)> 200 Type setto |

(007507)27/03/2019 18:46:45 - root (192.168.1.68)> PASV

(007507)27/03/2019 18:46:45 - root (192.168.1.68)> 227 Entering Passive Mode (192.168.1.54,199.209)
(007507)27/03/2019 18:46:45 - root (192.168.1.68)> STOR 20190327184642_2_| FI"P _ACTION_XML_ALLLIST_6439BHW xml
(007507)27/03/2019 18:46:45 - root (152.168.1.68}> 150 Opening data channel for file upload to server of "/EXPORTS/20190327184642_2_FTP_ACTION_XML, ALI.LIST B499BHW xml”

(007507)27/03/2019 18:46:45 - root (192.168.1.68)> 226 Successfully transfered "/EXPORTS/20190327184642_2_FTP_ACTION_XML_ALLLIST_6499BAW xmi
(W7507|27/D3/201 9 18 ~root (192.168.1.68)> QUIT

(007507)27/03/2019 18: -root (192.168.1.68)> 221 Goodbye
(007507]27/03/2019 18: root (192.168.1.68)> disconnected.

1(007508)27/03/2019 18:46:46 - fnot logged in) (192.168.1.68)> Connected on port 21, sending welcome message...
D s Account 1P Transfer Progress Speed

Ready



https://filezilla-project.org/download.php?type=client
https://dl2.cdn.filezilla-project.org/server/FileZilla_Server-0_9_60_2.exe?h=Fjvi4wvvZmA-MDcp3K9v0Q&x=1553712290
https://dl2.cdn.filezilla-project.org/server/FileZilla_Server-0_9_60_2.exe?h=Fjvi4wvvZmA-MDcp3K9v0Q&x=1553712290
https://dl2.cdn.filezilla-project.org/server/FileZilla_Server-0_9_60_2.exe?h=Fjvi4wvvZmA-MDcp3K9v0Q&x=1553712290

HTTP/ MI LESTONE/ WI EGAND

If the HTTP action does not send the message, please check the following points:

1) Check the defined parameter

2) With an explorer (Internet explorer, Firefox, Chrome) do a request to defined

URLand check that the URL respond.

In this case not responds

[ 192.168.1.237 x +
& C ® 192.168.1.237 w

3% Aplicaciones :. OpenALPR Cloud APl @ Apple

General NEURAL & Google

No se puede acceder a este sitio web

192.168.1.237 ha tardado demasiado tiempo en responder.
Prueba a:
* Comprobar la conexion

« Comprobar el proxy y el cortafuegos

- m] X

» B @ @ :

» Otros marcadores
Detalles

-

MI LESTONE

If the MILESTONE action does not send the message, please check the following points:

1) Check the defined parameter

2) Check in Milestone system that the analytics events are enabled.

Options

Mail Server AVl Generation Metwork Audio Messages Access Control Settings  Analytics Events
Analytics events

Enabled
Port:
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3) Check in Milestone system that the analytic event name is “LPR Camera Event”

Analytics Events -+ I

= ® Analytics Events

L |LPR Camera Event

Properties

Name:

[LPR Camera Event

Description:

4) Check in Milestone system that the created alarm uses the before analytic event

and related camera.
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7.7 Abnormal Ul or Ul reaction after ANPR upgrade.

| ssue

1. Abnormal Ul like empty row in “Live” tab
2. Unable to modify the list

Pot enQa uasl e :

Conflict on browsers cache

How t o check

U Change a browser on whether same issue occurs.
U If yes, it's a browser cache issue.

How t o Fi x

1. Hard Refresh on you browser. (EX: Chrome CLTR + F5/ CLTR + € ICON)

2. Manual Delete the browser cache & cookies

HOW t o manual del ete Chr ome

browsers

l. On your computer, open “Chrome”.
Il. At the top right, click “"More”.
I, Click “More tools”. Clear browsing data.

check the boxes.
V1. Click Clear data.

V. Atthe top, choose a time range. To delete everything, select All time.
V. Next to "Cookies and other site data" and "Cached images and files,"




