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PART A. PARTICULARS OF SAMPLE SUBMITTED 

a) Nature of sample : -

b) Grade/Variety/Type/Class Size etc : NA

c) Declare values, if any : -

d) Batch No. & Date of Manufacture : / 

e) Quantity : 1

f) Date of Receipt : 18 Aug, 2021

g) BIS Seal : Verified by Sample Cell

h) IO's Signature : Verified by Sample Cell

i) Any other Information / Expiry Date, If any : /

j) Date of Commencement of Testing : 18 Aug, 2021

k) Date of Completion of Testing : 09 Sep, 2021

l) Encoded Code : 21ECCD8N

m) Report Type : New

n) Reference Report :

o) Remarks :

OIC SAMPLE CELL 
(Authorized Signatory) 

This is a Computer Generated Report.

1. 



REPORT NO : 21ECCD8N_1 IS 13252 : Part 1 (2010) 

PART B. SUPPLEMENTARY INFORMATION 

1. Reference to sampling procedure, wherever applicable. Not Applicable

2. Supporting documents for the measurements taken and results derived like graphs,
table sketches and or photographs as appropriate to test report, if any.

Yes

3. Deviation from the test methods as prescribed in relevant ISS/Work instruction, if any. Not Applicable

OIC Electrical
(Authorized Signatory) 

This is a Computer Generated Report.



REPORT NO : 21ECCD8N_1 IS 13252 : Part 1 (2010)

PART C. TEST RESULT

S.No. Clause No 
Table No. 

Sl. No 

Parameter -
Method of test

Test Description Min
Limit

Max
Limit

Unit Result/
Observation

1 7.4 Insulation between
primary circuits and

cable distribution
systems 

Insulation between
primary circuits and

cable distribution
systems 

- - - Test Not Applicable 

2 7.3 Protection of
equipment users

from overvoltages on
the cable distribution

system 

Protection of
equipment users

from overvoltages on
the cable distribution

system 

- - - Test Not Applicable 

3 7.2 Protection of cable
distribution system

service persons, and
users of other

equipment
connected to the

system, from
hazardous voltages
in the equipment 

Protection of cable
distribution system

service persons, and
users of other

equipment
connected to the

system, from
hazardous voltages
in the equipment 

- - - Test Not Applicable 

4 7.1 General Connection to cable
distribution systems 

- - - Test Not Applicable 

5 6.3 Protection of the
telecommunication
wiring system from

overheating 

Protection of the
telecommunication
wiring system from

overheating 

- - - Test Not Applicable 

6 6.2 Protection of
equipment users

from overvoltages on
networks

telecommunication 

Protection of
equipment users

from overvoltages on
networks

telecommunication 

- - - Test Not Applicable 

7 5.3 Abnormal operating
and fault conditions 

Abnormal operating
and fault conditions

test 

- - - Capacitor(C1543)
Short AT 57VDC For

10 Sec. EUT
Shutdown

immediately , Result:
No Damage, No

hazards 

8 5.2 Electric strength To Check Insulation
as per Clause
5.2,5.2.1,5.2.2 

- - - Test Not Applicable 

9 5.1 Touch current and
protective conductor

curren 

Cl. 5.1 - - - Test Not Applicable 

10 4.7 Resistance to fire Clause 4.7, 4.7.1,
4.7.2, 4.7.2.1,

4.7.2.2, 4.7.3, 4.7.3.1

- - - Components and
materials have

adequate
flammability

classification (See
table 1.5.1) For other
details of table and
sub clauses refer

attachment. 

11 4.6 Openings in
enclosures 

Openings in
enclosures 

- - - Test Not Applicable 

12 4.5 Thermal
requirements 

Temperature rise
measurement Test 

- 80.0 °C 56.9 (At37Vdc for
internal Wire, For

other details of table
and sub clauses refer

attachment.) 

13 4.4 Protection against
hazardous moving

parts 

Protection against
hazardous moving

parts 

- - - Test Not Applicable 



14 4.3 Design and
construction 

Design and
construction 

- - - Edges and corners of
the enclosure are

rounded and smooth.
For sub clauses refer

attachment. 

15 4.2 Mechanical strength Mechanical Strength
Test 

- - - Compies.For sub
clauses refer
attachment. 

16 4.1 Stability Clause 4.1 Stability - - - Test Not Applicable 

17 3.4 Disconnection from
the mains supply 

Appliance inlet is
considered as

disconnect device 

- - - Test Not Applicable 

18 3.3 Wiring terminals for
connection of

external conductors 

Wiring terminals for
connection of

external conductors 

- - - Test Not Applicable 

19 3.2 Connection to a
mains supply 

Clause 3.2:
Connection to a

mains supply 

- - - Test Not Applicable 

20 3.1 General Clause 3.0, 3.1.1,
3.1.2, 3.1.3 

- - - The internal wires
are suitable to carry
the intended current
of the equipment .

For sub clauses refer
attachment. 

21 2.10 Clearances, creepage
distances and

distances through
insulation 

Clause 2.10,
2.10.1.2, 2.10.1.3,

2.10.3, 2.10.3.4 

- - - Class III equipment.
Only functional

insulation inside the
equipment. For other
details of table and
sub clauses refer

attachment. 

22 2.9 Electrical insulation Clause 2.9 Electrical
insulation 

- - - Complies. For sub
clauses refer
attachment. 

23 2.8 Safety interlocks Clause 2.8 Safety
Interlocks- 

- - - Test Not Applicable 

24 2.7 Overcurrent and
earth fault protection

in primary circuits 

Certified Fuse is
provided for

protection against
short – circuits and
overcurrent. The

building installation
consider as short-

circuit backup
protection. 

- - - Test Not Applicable 

25 2.6 Provisions for
earthing and bonding

Clause 2.6 Provisions
for earthing and

bonding 

- - - Test Not Applicable 

26 2.5 Limited power
sources . 

Limited power
sources test perform
on Secondary Li-ion

battery pack 

- - - Test Not Applicable 

27 2.4 Limited current
circuits 

Limited current
circuits 

- - - Test Not Applicable 

28 2.3 TNV circuits TNV circuits - - - Test Not Applicable 

29 2.2 SELV circuits Clause 2.2: SELV
circuits 

- 60.0 VDC 12.14 (At
capacitor(C1543),
For other details of

table and sub
clauses refer
attachment.) 

30 2.1 Protection from
electric shock and

energy hazards 

Clause 2.1:
Protection from

electric shock and
energy hazards 

- - - Class III equipment
there are no

hazardous live parts
within the EUT. For

other details of table
and sub clauses refer

attachment. 



31 1.7 Markings and
instructions 

Clause: 1.7.11
(Durability) Rubbing
the marking by hand
for 15s with a piece
of cloth soaked with
water and again for
15 s with a piece of
cloth soaked with
petroleum spirit. 

- - - After the test the
marking is still
legible, it is not

easily possible to
remove the marking
sticker and show no

curling. For other
details of table and
sub clauses refer

attachment. 

32 1.6 Power interface . Input current
Measurement 

- 0.363 VDC 0.203 (At 37V DC,For
other details of table
and sub clauses refer

attachment.) 

33 1.5 Components Addition of alternate
certified switching

power supply based
on relevant

documents provided
by manufacturer 

- - - Verification of
approvals with due
correlation between

the components used
and the approval

certificates
submitted (Please

see the table 1.5.1).
For other details of

table and sub
clauses refer
attachment. 

OIC Electrical
(Authorized Signatory) 

This is a Computer Generated Report.



REPORT NO : 21ECCD8N_1 IS 13252 : Part 1 (2010) 

PART D. REMARKS 

For Cl 3.5 and 6.1 refer attachmen

OIC Electrical
(Authorized Signatory) 

This is a Computer Generated Report.


















































































































































































































